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ARTICLE BEGINNING

1993- 95 MAI NTENANCE
Vol kswagen Mai nt enance | nformation

Euro Van CL
G
W (Canper)

* PLEASE READ THIS FIRST *

NOTE: For schedul ed nmai ntenance intervals and the related fluid
capacities, fluid specifications and | abor tinmes for major
service intervals, see SCHEDULED SERVI CES article in this
section. Warranty information and specifications for fluid
capacities, lubrication specifications, wheel and tire si ze,
and battery type are covered in this article.

MODEL IDENTIFICATION

NOTE: Al'l 1994 nodel s are carryover 1993 nodel s. The 1995 nodel s
have standard dual air bags and are 1995 nodels.

VIN LOCATION

The Vehicle ldentification Nunber (VIN) is |ocated on the
left side of the dash panel at the base of the wi ndshield. The VIN
chart explains the code characters.

VIN CODE ID EXPLANATION

Nunbers precedi ng the explanations in the | egend bel ow refer
to the sequence of characters as listed on VIN identification |abel.
See VI N exanpl e bel ow.

UAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
2 (VIN) WV 2 HDO 7 05 P HO 2 7 5 8 2 =
S 1 2 3 45 6 7 8 9 10 11 12 13 14 15 16 17 =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAD

1 - Manufacturing Country
W *  Cernmany

2 - Manuf acturer
vV * Vol kswagen

3 - Vehicle Type
2 * MV (Milti-Purpose Vehicle)

4 - Series
H * Euro Van (CL)
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K * FEuro Van (Q)
M * Canper (M)

5 - Engi ne
D * 2.5L 5-Cylinder (1993-95)
D * 2.4L Diesel 5-Cylinder (1995)

6 - Restraint System
0 * Active
9 * Passive - Driver and Passenger Air Bag (1995)

7-8 - Nbdel
70 * Euro Van

9 - VIN Check Digit
2 * Conputer Selected Check Nunmber

10 - Vehicl e Model Year

P * 1993
R * 1994
S * 1995

11 - Assenbly Pl ant
G * Gaz
H * Hannover
K * Gsnabruk
N * Neckarsulm
S * Stuttgart
W * Wl fsburg

12-17 - Serial Nunber
* Sequential Production Nunber

MAINTENANCE SERVICE INFORMATION
SEVERE & NORMAL SERVICE DEFINITIONS

NOTE: Use the Severe Service schedule if the vehicle to be serviced
is operated under ANY (one or nore) of these conditions:

Service is recommended at m | eage intervals based on vehicle
operation. Service schedul es are based on the follow ng primary
operating conditions:

Nor mal Servi ce

Driven More Than 10 Mles Daily
No Operating Conditions From Severe Service Schedul e

Severe Service (Unique Driving Conditions)

* Short Trips (10 Mles) In Freezing Tenperatures
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Towi ng or Heavily Loaded

Severe Dust Conditions

Hot Weat her, Stop-and-Go Driving

Extensive Idling Conditions (Taxi or Delivery)

* X X X

CAMSHAFT TIMING BELT

CAUTION: Failure to replace a faulty canshaft timng belt may result
in serious engi ne damage.

The condition of canshaft drive belts should al ways be
checked on vehicl es which have nore than 50,000 miles. Al though sone
manuf acturers do not recomend belt replacenent at a specified
m | eage, others require it at 60, 000-100,000 mles. A canshaft drive
belt failure may cause extensive damage to internal engi ne conmponents
on nost engi nes, although sone designs do not allow piston-to-val ve
contact. These designs are often called "Free Weeling".

Many manuf acturers changed their nmaintenance and warranty
schedules in the md-1980's to reflect timng belt inspection and/or
repl acenment at 50, 000-60,000 mles. Mst service interval schedules in
this manual reflect these changes.

Belts or conponents should be inspected and replaced if any
of the follow ng conditions exist:

Cracks Or Tears In Belt Surface

M ssi ng, Damaged, Cracked Or Rounded Teeth
G| Contam nation

Damaged Or Faulty Tensioners

I ncorrect Tension Adjustnent

* * X X X

Repl ace timng belt every 36,000 mles or 36 nonths.

SERVICE POINT LOCATIONS

. Air Cleaner
. Air Intake Duct

Oxygen Sensor Connector
. Throttle Body
. Throttle Position Sensor
. Fuel Injector
. Fuel Rail
. Fuel Pressure Regulator
. Intake Manifold

10. Intake Air Control (IAC) Valve

11. CO Tap Tube
' 12. Vacuum Hose
! 13. Electronic Control Module (ECM)
I 14. Ignition Coil
I 15. Cold-Start Injector
. 16. Distributor
17. Emission Control Valve
18. Fuel Evaporative

Solenoid (Freguency) Valve
19. Closed Throttle Position Switch
20. Idle Speed Adjustment
Screw (If Equipped)
2 4 21. Engine Coolant Temp. Sensor (Blue

93HR1106 22 20 16 14 22. intake Air Temp. Sensor

Fig. 1: Service Point Locations (2.5L Gasoline)
Courtesy of Vol kswagen United States, Inc.

CRNOO R WN
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ADDITIONAL SERVICE INFORMATION

Fig. 2: Tilting Radi ator for Service

Courtesy of

~. 50811958

Vol kswagen United States, |Inc.

Wth gear selector in Park, depress brake pedal.

Move gear selector to desired position.

If gear selector DOES NOT MOVE, check fuse #12.

TO MANUALLY RELEASE gear sel ector, push finger between
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brushes at base of shifter and push catch to the left. (See Fig. 2).
5) Sel ect a gear.

NOTE: It may not be possible to nove the radiator on sone 1995
nodel s (nodels with one piece lower grille sections).

it

i P~
!““mMMw ’ MU S

\
‘Imu"f m,,.. '”/////// } <50C 11959

Fig. 3: Replacing Turn Signal Lanps (Typical)
Courtesy of Vol kswagen United States, Inc.

ALIGNING CAMSHAFT TIMING MARKS

b
Cylinder Head

_ o 93G83010
Fig. 4: Aligning Canshaft & Crankshaft Ti m ng Mrks

Courtesy of Vol kswagen United States, Inc.

NOTE: For nore information regardi ng canshaft timng belt service
refer to the 2.5L 5-CYLarticle
in the ENG NE MECHANI CAL secti on.
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BODY SERVICE POINTS

PASSENGER COMPARTMENT FILTER REPLACEMENT

L Ry
- ol LR R T
g 7

P
) )

‘II 50F11960

Fig. 5: Passenger Corrpartrrenf Filter Location
Courtesy of Vol kswagen United States, Inc.

DIESEL FUEL FILTER MAINTENANCE
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50G11961

Fig. 6: Fuel Filter Location
Courtesy of Vol kswagen United States, Inc.

SERVICE LABOR TIMES

SERVI CE LABCR TI MES TABLE ( HOURS)
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

15, 000/ 45, 000 30, 000 (60, 000)

Application (1)(2)(3) Mle Service Mle Service
Automatic Transm ssion ...... 1.6 ... .. ... 3.4 (4.3)
Manual Transmission ......... 1.8 ... 2.8 (3.7)

(1) - Add .2 hr. if equipped with A/C.

(2) - Add .1 hr. if equipped with cruise control.

(3) - Add 2.0 hrs. to replace canshaft timng belt.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

LUBRICATION SPECIFICATIONS

LUBRI CATI ON SPECI FI CATI ONS TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Application Fl uid Specifications
Automatic Transmi ssion ..............c..uuunun.. Dexron-11E ATF
Brake Fluid .................... SAE J1703 Or DOT 4 Brake Fluid
Coolant ..................... 50/50 M x Water & Ethylene G ycol

Engine G (1)
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Anbi ent Tenper atures

G eater Than 14¢g F (-106C) .. SAE 15W40 O 20W50 APl SGE CD

14g-500F (-10g To +10eC) .... SAE 10W30 O 10W40 APl SGE CD

Less Than 50e¢F (10eC) .......... SAE 5W30 O 5W40 APl SGE CD

Manual Transaxle .......... ... ... ... . ...... SAE 80WAPI G-4 O

SAE 75W90 (G0 Synthetic Gear G 1)

Power Steering Fluid ............... VW Hydraulic G| G 002-000
Final Drive (AT & MT)

(Differential) .......... SAE 75W90 (G0 Synthetic Gear G 1)
Wheel Bearings .................... NLE@ Gade 2 Category GC-LB
Steering Linkage (2)(3) ........... NLE@ Gade 2 Category GC-LB
Ball Joints (2)(4) ................ NLE@ Gade 2 Category GC-LB
Weatherstrip ....... ... ... ... .. ... Dielectric Silicone Gease

(1) - SAE 15W40 or 20W40 engine oil is recommended for extrene
condi ti ons or extended hi ghway operati on.

(2) - Use |low pressure grease gun to prevent seal danmage.

(3) - Fill until lubricant squeezes out fromthe base of seals.

(4) - Fill ball joint until seal starts to swell.

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

FLUID CAPACITIES

FLU D CAPACI TI ES TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Application Quantity (1)
A C R 134a Refrigerant (2)
Front A/ C . 32-35 Qzs.
Front & Rear A/ C ... . 46- 49 Qzs.
Cooling System . ... ... . ... ... 18.6 Qs (17.5L)
Engine G| (3)
1993-94
2.5L Gasoline ... ... ... 4.8 Qs. (4.5L)
1995
2.4L Diesel ... .. 6.0 Qs. (5.5L)
2.5L Gasoline ... ... ... 6.0 Qs. (5.5L)
Fuel Tank . ... . . . . 21.1 Gals. (60L)
Aut omati c Transm ssion
Fluid Change ........ ... . . . .. .. 3.2 Qxs. (3.0L)
Dry Fill o 5.9 Qs. (5.6L)
Final Drive (Differential)
AT (4) 0.8 Q. (.75L)
Manual Transmi ssion (5) ............ . ... ... .... 2.1 Qxs. (2.0L)

(1) - Capacities are recommended or cal cul ated | evels. Al ways use

di pstick (if available) to nmeasure |evel.
(2) - Use of RR12 in a Rl134a systemw || result in SEVERE DAMAGE.
(3) - Includes filter change.
(4) - Lifetime fill.
(5) - One piece case, includes transm ssion and final drive.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
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WHEEL & TIRE SPECIFICATIONS
TIRE SPECIFICATION LABEL
Tire specification |abel is |ocated on the inside of the
driver's door janb. Wen replacing tires always refer to | abel for
correct tire and wheel specifications.

VWHEEL & TI RE SPECI FI CATI ONS TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

VWheel Size Tire Size
15 I NCh 205/ 65R 15
16 I NCh 215/ 65R 16

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
NOTE: Snow chai ns nust be used on front wheels only.

BATTERY SPECIFICATIONS

CAUTI ON: When battery is disconnected, vehicles equipped with
conputers may | ose nenory data. Wen battery power is
restored, driveability problens may exist on sone vehicles.
These vehicles may require a relearn procedure. See COVWPUTER
RELEARN PROCEDURES article in the GENERAL | NFORVATI ON
secti on.

AUXILIARY BATTERY - CAMPER MODELS

Al'l nodels use a battery | ocated under the hood. Sone nodel s
have an optional second battery |ocated under the left front seat.
This battery is conected to the electrical systemwith a relay and
supplies power to the interior accessories (refrigerator, flourescent
i ght and power socket) when the engine is off. Replacenent batteries
shoul d al ways have the sane specifications and di mensi ons as shown on
the battery housing.

CAUTIONS & WARNINGS
SUPPLEMENTAL RESTRAINT SYSTEM (AIR BAG)

NOTE: See the AIR BAGS article in the ACCESSORI ES/ SAFETY EQUI PMENT
Secti on.

Modi fications or inproper maintenance, including incorrect
renmoval and installation of the Suppl enental Restraint System (SRS),
can adversely affect system performance. DO NOT cover, obstruct or
change the steering wheel horn pad in any way, as such action could
cause inproper function of the system Use only plain water when
cl eaning the horn pad. Solvents or cleaners could adversely affect the
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air bag cover and cause inproper deploynent of the system

WARNI NG

CAUTI ON:

To avoid injury fromaccidental air bag depl oynent, read and
carefully follow all warnings and service precautions. See
appropriate AIR BAGS article in ACCESSORI ES/ SAFETY EQUI PMENT.

Di sconnect negative battery cable before servicing any air
bag system steering colum or passenger side dash
conponent. After any repair, turn ignition key to the ON
position from passenger's side of vehicle in case of
accidental air bag inflation

SUPPLEMENTAL RESTRAINT SYSTEM (SRS) AIR BAR WARNING

NOTE:

For information on air bag D AGNOSI S & TESTI NG or DI SPOSAL
PROCEDURES, see AIR BAGS article in the ACCESSORI ES/ SAFETY
EQUI PMENT Secti on.

Systemcircuit is grounded by 2 screws beneath the driver's

seat. DO NOT use these screws to ground any other accessory. DO NOT
ground any other conponents near this system

AIR CONDITIONING SERVICING (1993 MODELS)

CAUTI ON:

WARNI NG

Avoi d breathing R-134a refrigerant and PAG | ubricant vapors,
exposure may irritate eyes, nose and throat. To renove
R-134a from system use R-134a recycling equi pnent that neets
SAE J2210 specifications. |If accidental system di scharge
occurs, ventilate work area before resum ng service.

R-134a service equi prent or vehicle A/C systens SHOULD NOT
be pressure tested or leak tested with conpressed air. Sone
m xtures of air/Rl34a have shown to be conbustible at

el evated pressures. These mi xtures are dangerous and may
cause fire and/or explosions. See AR CONDI TI ONI NG SERVI CE
article in GENERAL | NFORVATI ON secti on.

ANTI-LOCK BRAKE SYSTEM

The anti-|ock brake system contains el ectronic equi pment that

can be susceptible to interference caused by inproperly installed or
hi gh output radio transmtting equipnment. Since this interference
coul d cause the possible loss of the anti-Ilock braking capability,
such equi pnent should be installed by qualified professionals.

On nodel s equi pped with anti-lock brake systenms, ALWAYS

observe the foll ow ng cautions:

*

*

DO NOT attenpt to bl eed hydraulic system w thout first
referring to the appropriate ANTI-LOCK BRAKE SYSTEM article
in the BRAKES Secti on.

DO NOT mx tire sizes. As long as tires remain close to the
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original dianmeter, increasing the width is acceptable.
Rol li ng dianmeter nmust be identical for all 4 tires. Sone
manuf acturers recommend tires of the sane brand, style and
type. Failure to follow this precaution may cause i naccurate
wheel speed readings.

* Use ONLY reconmended brake fluids. DO NOT use silicone brake
fluids in an ABS-equi pped vehi cl e.

BATTERY WARNING

WARNI NG When battery is disconnected, vehicles equipped with
conputers may | ose nenory data. Wen battery power is
restored, driveability problens may exist on sone vehicles.
These vehicles may require a relearn procedure. See COVWPUTER
RELEARN PROCEDURES article in GENERAL | NFORVATI ON secti on.

REPLACING BLOWN FUSES

Before replacing a blown fuse, renove ignition key, turn off
all lights and accessories to avoid damaging the electrical system Be
sure to use fuse with the correct indicated anperage rating. The use
of an incorrect anperage rating fuse may result in a dangerous
el ectrical system overl oad.

BRAKE PAD REPLACEMENT

WARNI NG Use caution when checki ng and/ or changi ng brake pads, sone
pads may contain asbestos which can irritate eyes and may
cause ot her heal th hazards. A water based sol ution should be
used to clean brake dust from wheel and brake conponents.

DO NOT use conpressed air to blow off brake dust.

BRAKE SYSTEM

CAUTI ON: Extrene brake pedal pressure is required if the engine is
not running.

CAUTION: I f brake warning light cones on while driving it indicates
alowfluid level or failure in one of the braking
circuits. If the brake pedal can be depressed further than
normal it is an indication that one of the brake circuits
is not functioning. Stop vehicle and check brake reservoir
fluid level. If level is below MN mark, DO NOT drive
vehicle. Have it towed to a repair shop. If level is
between the M N and MAX marks, proceed cautiously to a
repair shop.

BRAKE PAD WEAR INDICATOR

I ndicator will cause a squealing or scraping noise, warning
t hat brake pads need repl acenent.
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CATALYTIC CONVERTER

Conti nued operation of vehicle with a severe mal function
coul d cause converter to overheat, resulting in possible damage to
converter and vehicle.

Any nodification to the exhaust systemon turbo nodels, which
reduces exhaust backpressure, will lead to | ean fuel m xtures and
excessive spark advance. This coul d cause serious engi ne damage.

COOLANT (PROPYLENE-GLYCOL FORMULATIONS)

To avoid possi bl e damage to vehicle use only ethyl ene-glycol
based coolants with a mxture ratio from44-68% anti-freeze.
DO NOT use 100% anti-freeze as it will cause the formation
of cooling systemdeposits. This results in cool ant
tenperatures of over 300g F (149¢C) which can nelt plastics.
100% anti-freeze has a freeze point of only -8sg F (-22¢C).

CAUTI ON: Propyl ene-d ycol M xtures has a smaller tenperature range
t han Et hyl ene-G ycol. The tenperature range (freeze-boil)
of a 50/50 Anti-Freeze/VWater Mx is as follows:

Propyl ene-d ycol -26g F (-32¢C) - 257¢ F (1252C)
Et hyl ene- d ycol -350 F (-37¢C) - 263¢ F (12820

CAUTI ON: Propyl ene-d ycol / Et hyl ene- 3 ycol M xtures can cause the
destabi l i zati on of various corrosion inhibitors. Al so
Propyl ene- Q@ ycol / Et hyl ene-d ycol has a different specific
gravity than Ethyl ene-d ycol coolant, which will result in
i naccurate freeze point cal cul ati ons.

DIESEL FUEL ANTI-FUNGAL ADDITIVES

CAUTION: If fuel contamination due to fungi or other mcroorgani sns is
suspected a fuel additive with a biocide may be used. Foll ow
t he manufacturers dosage as recommended on product |abel. Use
bi oci des ONLY when necessary, excessive use can nmay cause
ot her fuel system problens.

DIESEL FUEL CONTAMINATION
WARNI NG Di esel fuel system may be contam nated with fungi or other
m croorgani sns. Keep contam nated fuel away from open skin
cuts or sores to prevent skin irritation or infection.
DIESEL FUEL REQUIREMENTS
CAUTION: Al diesel engines are to use Diesel Fuel #2 when the outside
tenmperature is above 20gF (-7¢C). In tenperatures that are
bel ow 20gF (-72C) use Diesel Fuel #1, this will reduce the
chance of the fuel thickening and form ng wax.

Note: A Diesel Fuel #1 & #2 conbi nation (Bl ended Fuel) may be
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used, and is reconmended for mld winter driving.

STARTING FLUID USE (DIESEL)

WARNI NG DO NOT USE starting fluids (ether) or flammable [iquids to
aid the starting of a Diesel engine. NEVER pour diesel
fuel, flammable liquids or starting fluids into the air
cl eaner canister, air intake or turbocharger housing in an
attenpt to start the vehicle. A flash fire may result causing
personal injury.

ELECTRICAL SHOCK

WARNI NG Contact with Iive conponents of ignition systemwhile
engine is running could lead to a fatal electric shock.

ELECTROSTATIC DISCHARGE SENSITIVE (ESD) PARTS

WARNI NG Many solid state el ectrical conponents can be damaged by
static electricity (ESD). Sone will display a warning | abel,
but many will not. Discharge personal static electricity by
touching a nmetal ground point on the vehicle prior to
servicing any ESD sensitive conponent.

ENGINE OIL
CAUTI ON: Never use non-detergent or straight mneral oil.
FUEL SYSTEM SERVICE

WARNI NG Relieve fuel system pressure prior to servicing any fuel
system conponent (fuel injection nodels).

HALOGEN BULBS

Hal ogen bul bs contain pressurized gas which may expl ode if
overheated. DO NOT touch glass portion of bulb with bare hands. Eye
protection should be worn when handl i ng or working around hal ogen
bul bs.

RADIATOR CAP

CAUTI ON: Al ways di sconnect the fan nmotor when working near the
radi ator fan. The fan is tenperature controlled and could
start at any time even when the ignition key is in the OFF
position. DO NOT | oosen or renove radi ator cap when cooling
systemis hot.

RADIATOR FAN

WARNI NG Keep hands away fromradiator fan. Fan is controlled by a
t hernostatic switch which may come on or run for up to
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15 mnutes even after engine is turned off.

WARRANTY INFORMATION

CAUTION: Due to the different warranties offered in various regions
and the variety of after-market extended warranties
avai |l abl e, please refer to the warranty package that cane
with the vehicle to verify all warranty options.

BASIC NEW CAR WARRANTY

Manuf acturer warrants to the original retail custoner, and
any subsequent purchaser, that every vehicle inported and sold as a
new vehicle to a retail custoner will be free of defects in materi al
and workmanship for 2 years or 24,000 mles after date of delivery to
the first retail custoner, or after vehicle was first placed in
servi ce.

LIMITED WARRANTY

Warrants vehicle to be free of defects in materials or
wor kmanship for a period of 2 years or 24,000 mles, whichever occurs
first.

LIMITED POWER TRAIN WARRANTY

Covers engine, transm ssion and drivetrain for a period of 5
years or 50,000 mles, whichever occurs first.

ANTI-CORROSION

Covers hol es caused by corrosion in body sheet netal for 6
years, w thout respect to mleage, so long as inspection and
mai nt enance servi ces are perforned.

EMISSION CONTROL SYSTEM

Manuf acturer warrants to the initial purchaser and each
subsequent purchaser that this vehicle is designed, built, and
equi pped so as to conformat tine of sale with all U S and California
Air Resources Board em ssion regul ations applicable at tine of
manuf acture and that this vehicle is free fromdefects in materials
and wor kmanshi p which cause it to fail to conformw th applicable
regulations within the first 5 years or 50,000 m | es, whichever occurs
first.

FUSES & CIRCUIT BREAKERS

Fuses are located to right side of steering wheel behind
storage conpartnment. Fuses are nunbered fromleft to right.
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Fuse Panel Identification

of Vol kswagen United States, Inc.

Fuse & Crcuit Breaker Identification

Amp (Red)
Left Headlight Low Beam

Amp (Red)
Ri ght Headl i ght Low Beam

Amp (Red)

Instrunment & License Lights

Amp (Bl ue)
Rear W ndow W per/Washer, Heated Front Seats

Amp (Bl ue)
W ndshi el d W per/Washer, Rear W ndow Washer,
Heat ed Washer Jets

Amp (G een)
A C, Fresh Air Fan

Amp (Red)
Right Tail Light & Side Marker Light, Engi ne Conpartnent Lanp

Amp (Red)
Left Taillight & Side Marker Light
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11
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15

16

17
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20
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22

20
15
10
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30
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Amp (Yel | ow)
Rear Wndow & Mrror Heater

Amp (Bl ue)
Fog Lanps
Amp (Red)
Left Headlight H gh Beam & Hi gh Beam | ndi cat or

Amp (Red)
Ri ght Headl i ght H gh Beam

Amp (Red)
Horn, Radi ator Cooling Fan

Amp (Red)

Backup Lights, Electric Mrrors, Heated Front Seats,
W ndshi el d Washer Jets, Cruise Control, Power Roof
Amp (Red)

Engi ne El ectronics

Amp (Bl ue)

War ni ng/ | ndi cator Lights, Milti-Function Indicator,
A ove Box Light, ABS

Amp (Red)

Turn Signal s

Amp (Yel | ow)
Fuel Punp

Anp (G een)
A/ C, Radi ator Cooling Fan

Amp (Red)
Brake Lights

Amp (Bl ue)
Donme & Luggage Lanps, O ock, Radio, Central Locking System

Mul ti-Function Indicator, Vanity Mrror, OBD D agnostic

Amp (Red)
Cigarette Lighter
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Fig. 8. Relay Panel ldentification

Courtesy of Vol kswagen United States, Inc.

Fuse, Relay & Circuit Breaker ldentification

- A/C Control Mdul e Rel ay

- Rear Wndow W per/Washer Rel ay
- ECM Power Supply Rel ay

- Load Reduction Rel ay

Open

- Energency Fl asher Rel ay

- Headl i ght Washer Rel ay

- Washer/Wper Intermttent Relay
- Seat Belt Warning Rel ay

10 - Fog Lanp/ Parking Lanp Rel ay

11 - Dual Horn Rel ay

12 - Fuel Punp Rel ay

13 - Heater Control Modul e Rel ay

14 - Cool ant Punp After-Run Rel ay
15 - Open

16 - Open

17 - Open
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18 - Fuse
Roof Ventil ator Fan
19 - Heater Air Blower Relay
20 - Starter Interlock/Back-up Light Relay
21 - 5 Anp Fuse
Back-up Lights, Cruise Control
22 - 20 Anp Fuse
A C (Second Evaporator)
23 - Rear Wndow Defroster/Heated Mrror Rel ay
24 - 20 Amp (Gircuit Breaker)
Power W ndows, Central Locking System
25 - 10 Anp Fuse
ABS System
26 - 15 Amp (Bl ue)
Rear Wndow Defroster, Heated Mrrors
27 - A C Conpressor Cutch Rel ay

Addi tional Fuse ldentification
WARNI NG Al ways di sconnect battery ground cabl e before servicing

"high-current fuses. It is recommended that "high-current
fuses be replaced by a qualified technician.

NOTE: Located on left side of engine conpartnent, above battery.

1 - 50 Anp
Radi at or Fan

NOTE: Located in the engine conpartnent, above the brake booster.

1 - 50 Amp (1995 Diesel)
G ow Plugs (1995 Diesel Mdels Only)

NOTE: Locat ed under drivers seat.

1 - 25 Amp (O ear)
Auxi l i ary HVAC Fan
2 - 20 Anp (Yell ow)
Bl ower for Auxiliary Heater
3 - 30 Anp (Geen) (MW Canper Mdels Only)
Refrigerator Socket, Socket bel ow Fol di ng Tabl e (M Model s)
4 - 5 Anp (Lt. Brown) (M Canper Models Only)
Fl uorescent Light (M Models)

END OF ARTICLE



