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ARTICLE BEGINNING

1990- 94 ELECTRI CAL
Vol kswagen Fuses & Circuit Breakers

Corrado

FUSES & CIRCUIT BREAKERS

FUSE PANEL LOCATION

Fuse panel is |located under |eft side of dash board by
driver's knee. Fuses are nunbered fromleft to right.

FUSE PANEL IDENTIFICATION

NOTE: Four separate 30 anp fuses for power w ndows, air
conditioning, ABS nmain relay and ABS hydraulic punp relay are
pl aced above fuse panel.
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Fig. 1. Fuse Panel Identification
Courtesy of Vol kswagen United States, Inc.

WARNI NG Al ways di sconnect battery ground cabl e before servicing
“hi gh-current fuses. It is recommended that "high-current”
fuses be replaced by a qualified technician.

Fuse & Crcuit Breaker Identification
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Right Tail & Side Lights

Left Tail & Side Lights
9 - 20 Anp

Rear Wndow & Mrror Heating
10 - 15 Amp
Fogl i ghts
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Horn, Radi ator Fan
14 - 15 Anp
Back-Up Lights, Electric Mrrors, Heated Wndshield Washer
Jets
15 - 10 Anp
Engi ne El ectronic
16 - 15 Anp
Warni ng/ I ndi cator Lights, Milti-Function Indicator, d ove Box
Li ght, Cassette Storage Light, Rear Spoiler
17 - 10 Anp
Turn Signal s
18 - 20 Anp
Fuel Punp, Oxygen Sensor
19 - 30 Anp
Radi ator Fan, A r Conditi oner
20 - 10 Anp
Brakel i ghts, Cruise Control

Anp
Donme & Luggage Conpartment Lights, G garette Lighter, Central
Locki ng System Multi-Function |ndicator

22 - 10 Amp
Radi o

CAUTIONS & WARNINGS
ELECTRICAL SHOCK

WARNI NG Contact with Iive conponents of ignition systemwhile
engine is running could lead to a fatal electric shock.

RADIATOR FAN
Keep hands away fromradiator fan. Fan is controlled by a
thernostatic switch which may conme on or run for up to 15 mnutes even
after engine is turned off.

RADIATOR CAP

CAUTI ON: Al ways di sconnect the fan nmotor when working near the
radiator fan. The fan is tenperature controlled and could
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start at any tinme even when the ignition key is in the OFF
position. DO NOT | oosen or renove radi ator cap when cooling
systemis hot.

REPLACING BLOWN FUSES

Before replacing a blown fuse, renove ignition key, turn off
all lights and accessories to avoid damaging the electrical system Be
sure to use fuse with the correct indicated anperage rating. The use
of an incorrect anperage rating fuse may result in a dangerous
el ectrical system overl oad.

BATTERY WARNING

WARNI NG When battery is di sconnected, vehicles equipped with
conputers may | ose nenory data. Wen battery power is
restored, driveability problens may exist on sone vehicles.
These vehicles may require a relearn procedure. See COVWPUTER
RELEARN PROCEDURES article in GENERAL | NFORVATI ON secti on.

BRAKE PAD WEAR INDICATOR

I ndicator will cause a squealing or scraping noise, warning
t hat brake pads need repl acenent.

HALOGEN BULBS

Hal ogen bul bs contain pressurized gas which may expl ode if
overheated. DO NOT touch glass portion of bulb with bare hands. Eye
protection should be worn when handli ng or working around hal ogen
bul bs.

SUPPLEMENTAL RESTRAINT SYSTEM (AIR BAG)

NOTE: See the AIR BAGS article in the ACCESSORI ES/ SAFETY EQUI PMENT
Secti on.

Modi fications or inproper maintenance, including incorrect
renmoval and installation of the Suppl enental Restraint System (SRS),
can adversely affect system performance. DO NOT cover, obstruct or
change the steering wheel horn pad in any way, as such action could
cause inproper function of the system Use only plain water when
cl eaning the horn pad. Solvents or cleaners could adversely affect the
air bag cover and cause inproper deploynment of the system

WARNI NG To avoid injury from accidental air bag depl oynent, read and
carefully follow all warnings and service precautions. See
appropriate AIR BAGS article in ACCESSORI ES/ SAFETY EQUI PMENT.

CAUTI ON: Di sconnect negative battery cable before servicing any air
bag system steering colum or passenger side dash
conponent. After any repair, turn ignition key to the ON
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position from passenger's side of vehicle in case of
accidental air bag inflation

ANTI-LOCK BRAKE SYSTEM

The anti-| ock brake system contains el ectronic equi pment that
can be susceptible to interference caused by inproperly installed or
hi gh output radio transmtting equipnment. Since this interference
coul d cause the possible |oss of the anti-Ilock braking capability,
such equi pnent should be installed by qualified professionals.

CATALYTIC CONVERTER

To prevent catal ytic converter overheating, DO NOT all ow
engine to idle for nore than 20 m nutes.

END OF ARTICLE



