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ARTICLE BEGINNING

1990 ENG NE PERFORMANCE
Renoval , Overhaul & Installation

Vol kswagen; Cabriolet, Corrado, Fox, Golf G/GTl,
Jetta, Vanagon

INTRODUCTION

Renoval , overhaul and installation procedures are covered in
this article. If conponent renoval and installation is primarily an
unbol t and bolt-on procedure, only a torque specification may be
furni shed. See TORQUE SPECI FI CATIONS at the end of this article.

REMOVAL & INSTALLATION
DISTRIBUTOR (DIGIFANT)

Renoval (AFC-Digifant 11)

Turn engi ne crankshaft to TDC. Renove distributor cap. Rotor
should point to No. 1 cylinder mark on edge of distributor housing.
Index mark the distributor housing to the crankcase rel ation. Renove
di stributor hol d-down clanp and bolt. Renove distributor assenbly.

Install ation

Align rotor with No. 1 cylinder mark on edge of distributor
housing. Install distributor and align housing to index mark made on
crankcase. Install distributor hold-down clanmp and bolt. Install
di stributor cap. Check timng. Tighten hold-down bolt to
speci fication. See TORQUE SPECI FI CATI ONS.

DISTRIBUTOR (CIS SYSTEMS)

Rermoval (CIS-E & CI'S-E Mdtronic)

1) Turn engi ne crankshaft to TDC. Marking on vibration
danpener pulley nust align with drive belt guard pointer. Marking on
cam shaft gear sprocket nust align with cylinder head cover.

2) Renove distributor cap and mark position of rotor. Rotor
shoul d be pointing to No. 1 cylinder in distributor firing sequence.
Mark position of distributor housing for installation reference.
Renmove distributor hol d-down clanp and bolt. Renove distributor
assenbly, noting position of rotor when distributor shaft gear is
di sengaged fromdriving gear.

Install ation

1) Align oil punp drive pinion lug parallel to crankshaft.
Set rotor pointing toward mark made when distributor was di sengaged
fromdrive gear.

2) Install distributor. Rotor should now point to mark nade
for No. 1 cylinder in distributor firing sequence. Align mark for
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di stributor housing and install distributor hold-down clanp and bolt.
Install distributor cap. Check tim ng. Tighten hold-down bolt to
speci fication. See TORQUE SPECI FI CATI ONS.

AIRFLOW SENSOR PLATE

Renoval & Installation

1) Renove air filter and unscrew stop bracket. Using heat
gun, heat | ocking conpound on fastening bolt. Renove bolt slowy. DO
NOT damage threads. O ean | ocking conpound frombolt hole threads.

2) Install airflow sensor plate. Ensure 5 dinple marks are
up. Lightly tighten self-1ocking screw. Ensure sensor plate is
centered and rest position is correct. To conplete installation,
reverse renoval procedure. See TORQUE SPECI FI CATI ONS.

AIRFLOW SENSOR POTENTIOMETER

Renoval & Installation

Renove differential pressure regulator. Renove insul ating
conpound covering nounting screws. Renove potentionmeter. DO NOT touch
or damage slide contact and conductor. To install, reverse renoval
procedure. See TORQUE SPECI FI CATI ONS. Adj ust potentioneter. See D -
ADJUSTMENTS article.

FUEL DISTRIBUTOR (1.8L ONLY)

CAUTI ON:  Fuel system pressure nust be relieved before renoving or
di sconnecting any fuel lines. Wpe up all spilled fuel
BEFORE conti nui ng servi ce.

Renoval

1) Di sconnect battery and renove air cleaner. D sconnect all
fuel and injector lines fromfuel distributor. Plug fuel supply and
return lines. Catch any spilled fuel.

2) Disconnect wiring fromdifferential pressure regul ator.
Renove screws hol ding fuel distributor to airflow sensor housing.
Renove fuel distributor by turning back and forth while lifting up.

Air Sensor Plate Rest Position

Upper edge of sensor plate nust be .070-080" (1.80-2.10 nm
bel ow | ower edge of sensor cone. See Fig. 1. If rest positionis
incorrect, raise sensor plate. Open or close wire clip to change
position of sensor plate. DO NOT bend |eaf spring.

o Lower Edge Of Sensor Cone
Measure
Here
i
Upper Edge
Of Sensor Plate

121528

Fig. 1: Identifying Sensor Plate Rest Position
Courtesy of Vol kswagen United States, Inc.
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Centering Sensor Plate & Lever

1) Check sensor plate for centered position in airflow sensor
housing. See Fig. 2. If plate binds on housing or is off-center,
renmove 6-nmm bolt holding plate to |l ever. Coat bolt with | ocking
conpound and install finger tight.

2) Use Centering Gauge (US 1109) or .004" (.10 mm feeler
gauge to set plate an equal distance fromsensor housing. If plate
cannot be centered, renove airflow sensor housing.

3) Turn housi ng upsi de-down and renove counterwei ght-to-
sensor |ever bolt. Coat bolt with | ocking compound and install finger
tight. Center sensor plate |ever in housing and tighten bolt. Conplete
centering of plate.

Airflow
Sensor
Housing

L/A\E, Mixture Adjustment

Wrench (3 (3 mm)

Sensor Plate
Lever Roller

Fig. 2: Adjusting Sensor Plate Lever On Airflow Sensor Housing
Courtesy of Vol kswagen United States, Inc.

Checki ng Sensor Plate Free Pl ay

1) Free play is nmeasured between control piston and adjusting
| ever. To ensure Differential Pressure Regulator (DPR) current is 4-16
mA, sensor plate |ever nust be positioned correctly. Measure free play
on side of sensor cone closest to fuel distributor. See Fig. 3.

2) Crank starter notor for 10 seconds to devel op fuel
pressure. Lift sensor plate slightly until resistance is felt. M ninum
clearance is any noticeable free play. Maxi numclearance is .083" (2.1
nmr) up to sensor cone.

3) If free play clearance is incorrect, renove fuel
di stributor. Check basic adjustnent of sensor plate |lever. Install
fuel distributor and repeat free play clearance check. If still
incorrect, adjust sensor plate clearance with control piston stop
SCrew.
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_ 121530
Fig. 3: Checking Sensor Plate Free Pl ay

Courtesy of Vol kswagen United States, Inc.

Sensor Pl ate Lever Adjustnment

1) Check basic adjustnment of sensor plate lever. Wth fuel
di stributor renoved fromairflow sensor housing, neasure distance
between roller on sensor plate |Iever and contact points of fuel
di stributor on top of airflow sensor housi ng.

2) Use a depth gauge or vernier caliper for nmeasuring
di stance. See Fig. 2. Distance should be .74-.75" (18.9-19.1 nm. If
di stance is out of specified range, correct it by adjusting mxture
SCrew.

Install ation
1) Lightly lubricate new sealing "O' ring and nount on fuel
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distributor. Install fuel distributor. See TORQUE SPECI FI CATI ONS f or
ti ghtening specifications. Connect all fuel |ines except those to fuel
injectors. Check sensor plate adjusting |lever and fuel distributor
control piston for snooth operation.

2) Renove fuel punp relay and bridge fuel punp circuit. Use
Junmper Switch (US 4480/3) in place of fuel punp relay. Wen pressure
has built up, turn off fuel punp. Mwve sensor plate fromrest position
to end of travel.

3) Uniformresistance should be felt during entire novenent.
No resistance should be felt during entire novenent. No resistance
shoul d be felt on quick return to rest position. Connect injector
lines. Install fuel punp relay. Start engine and check for | eaks.

INJECTORS (DIGIFANT)

CAUTI ON:  Fuel system pressure nust be relieved before renoving
injectors. Wpe up all spilled fuel BEFORE conti nuing
servi ce.

Renoval (AFC-Digifant 11)

Di sconnect negative battery cable. Disconnect main electrical
connector fromfuel rail. Renove idle stabilizer valve. Loosen and
renove both hoses on each end of fuel rail. Renove fuel pressure
regul ator and nounting bracket. Renove fuel rail mounting bolts. Pry
off injector mounting clips. Disconnect injector electrical
connectors. Renove fuel rail. Renove each injector fromits insert.

Install ation

To install injectors, reverse renoval procedures. Use new "O'
rings when installing injectors. Replace hose clanps if necessary. See
TORQUE SPECI FI CATIONS table at end of this article. Check for fuel
| eaks.

INJECTORS (CIS SYSTEMS)

Rermoval (CIS-E & CI'S-E Mdtronic)

Renove injectors frominserts in cylinder head wi th fuel
lines attached. Using 12-mm or 13-nmm hex wrench, renove inserts from
head. Use 2 wrenches to renove injectors fromfuel |ines.

Install ation

To install, reverse renoval procedures. Use 2 wenches when
tightening injector lines to injectors. Use new "O' rings lightly
lubricated. On nodels with 2-piece inserts, replace insert sealing
washer (agai nst head) and use sealing conmpound on upper insert
t hreaded portion. See TORQUE SPECI FI CATI ONS.

OXYGEN (02) SENSOR

Renoval & Installation
Oxygen (2) sensor is nmounted in the exhaust pipe in front of
catal ytic converter. Disconnect permanent pigtail from sensor. Ensure
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sensor is free of contam nants, avoid using any cleaning sol vents.
Sensor may be difficult to renove when engine tenperature is |ess than
118gF (482C). Al ways use anti-seize conmpound on threads before
installation. Tighten sensor to specification. See

TORQUE SPECI FI CATI ONS.

SUPERCHARGER (CORRADO)
Renoval & Installation

Information on renoval and installation is not available from
manuf acturer. See Fig. 4 for exploded view of supercharger assenbly.

Connecting hoss

Connecting hose

Connecting tube
Sealing ring "’

Connecting hoss ~—  Spacer bushing

Rubber grammet

‘ / ]
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Sealing ring Spacer bushing

Connecting hose )
Rubber grommet
Sllencer
Intercoolar
Specer bushing

50700652

Relnlorcement

Fig. 4: Supercharger Assenbly Expl oded Vi ew (Corrado)
Courtesy of Vol kswagen United States, Inc.

THROTTLE VALVE HOUSING (TVH)

Renoval & Installation

1) Di sconnect accelerator cable fromlinkage. D sconnect
return spring on TVH. Renpbve cruise control connecting rod on TVH (if
equi pped). Pull off vacuum hoses. Renove TVH nounting nuts.

2) Disconnect throttle valve switch. Renove 2 TVHto-netallic
front vibration nounts nuts. Disconnect fuel return hose from pressure
regul ator. Lift sensor housing upward and renove TVH Renobve gasket.

3) To install, reverse renoval procedure. Ensure all surfaces
are clean and mate correctly. Use new gaskets when assenbling. Adjust
accel erator |linkage and idle speed. See TORQUE SPECI FI CATI ONS.

TORQUE SPECIFICATIONS
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TORQUE SPECI FI CATI ONS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Application Ft. Lbs. (N.m

AFC-Di gi fant |1
Fuel Injector Inserts . ... ... . .. e 15 (20)
Fuel Pressure Regulator Munting Bolt .................... 11 (15)
I ntercool er Bracket Muwunting Bolts (Corrado) ............. 15 (20)
Knock Sensor ... .. 15 (20)
OKY BN SENSOI o 37 (50)
Supercharger Mounting Bolts (Corrado) .................... 18 (24)
Supercharger Pulley Bolt (Corrado) ....................... 33 (45)
Supercharger To Silencer Assenbly Bolts (Corrado) ........ 18 (24)
Throttle Valve Body Mounting Bolts ....................... 15 (20)

CIS-E & CIS-E Mdtronic
Distributor Hold-Down Bolt (Fox) ............. ... ... ...... 18 (24)
Fuel Injection Valve Fuel Line Nut ....................... 18 (24)
Fuel Return Line Fitting ........ ... .. ... 15 (20)
Fuel Supply Line Union Bolts ....... ... ... ... . .. . .. ... ... 15 (20)
I ntake Manifold Tenperature Sensor (Jetta G.i 2.0L) ...... 15 (20)
OKY BN SENSOI o 37 (50)
Thernmo Time Switch (CAS-E) ... . 22 (30)
Throttle Val ve Housing Mounting Bolts .................... 15 (20)

INCH Lbs. (N.m
AFC-Di gi fant |1

Fuel Rail Mounting Bolts ........ ... . .. . .. . .. .. 87 (10)
Idle Stabilizer Valve Mounting Nuts ...................... 87 (10)
Intercooler Mounting Bolts (Corrado) ..................... 87 (10)
Supercharger Air Hose Mounting Bolts (Corrado) ........... 87 (10)
CIS-E & CIS-E Mdtronic
Auxiliary Air Regulator Munting Bolts ................... 87 (10)
Cold Start Valve Mounting Bolts .......... ... ... ... ... .... 87 (10)
Cool ant Tenperature SenSOr . ... ... ... 87 (10)
Distributor Hold-Down Bolt (Jetta GLi) ................... 87 (10)
EGR Val ve Mounting Bolts ...... ... ... . .. . . . . .. 87 (10)
Fuel Distributor Muwunting Bolts .......... ... ... ... ...... 30 (3.4)
Fuel Line Fittings . .... ... . 87 (10)
Test Port Plug . ... .. 87 (10)

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

END OF ARTICLE



