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ARTICLE BEGINNING

1990- 94 MAI NTENANCE
Vol kswagen Mai nt enance | nformation

Corrado G50 (1990-92)
SLC (1992-94 USA)
VR6 (1992-94 Canada)

* PLEASE READ THIS FIRST *

NOTE: For schedul ed mai ntenance intervals and the related fluid
capacities, fluid specifications and |abor tinmes for major
service intervals, see SCHEDULED SERVI CES article in this
section. Warranty information and specifications for fluid
capacities, lubrication specifications, wheel and tire si ze,
and battery type are covered in this article.

MODEL IDENTIFICATION
VIN LOCATION

The Vehicle ldentification Nunber (VIN) is |ocated on the
left side of the dash panel at the base of the wi ndshield. The VIN
chart explains the code characters.

VIN CODE ID EXPLANATION

Nunbers precedi ng the explanations in the | egend bel ow refer
to the sequence of characters as listed on VIN identification |abel.
See VI N exanpl e bel ow.

UAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA,,
3 (MN WV WABOS53 2 MHO 9 9 7 1 7 3
3 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAU

1 - Manufacturing Country
W *  Cernmany

1 * United States
3 * Mexico

9 * PBrazil

2-3 - Manufacturer
VW * Vol kswagen

4 Seri es
2- Door 60 (1990-92)
2-Door SLC (1992-94 USA)

2-Door VR6 (1992-94 Canada)

* * ok (D

D
E
E
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i ne
1.8L 4-Cyl. G 60 Supercharged Digifant FI, 158 HP (1990-92)
2.8L V6 Motronic M2.9 FI, 172 HP (1992-93)
2.8L

V6 Motronic SFI, 172 HP (1994)

mgow '
***'-3”
«Q

6 - Restraint System
4 * FEectric Passive Wth Mnual Lap

7-8 - Nbdel
50 * Corrado

9 - VIN Check Digit
2 * Conputer Selected Check Nunmber

Vehi cl e Model Year
1990
1991
1992
1993
1994

10

oz
* ok ok ok

=
=
1

senbly Pl ant
I ngol st adt
Br ussel
Enden
G az
Hannover
Gsnabr uk
Mexi co
Neckar sul m
Brazil
Stuttgart
Wl fsburg

>(->(->(->(->(->(->(->(->(->(->(-k

SVUVZZIAIOMWD>

12-17 - Serial Nunber
* Sequential Production Nunber

MAINTENANCE SERVICE INFORMATION
SEVERE & NORMAL SERVICE DEFINITIONS

NOTE: Use the Severe Service schedule if the vehicle to be serviced
is operated under ANY (one or nore) of these conditions:

Service is recommended at m|eage intervals based on vehicle
operation. Service schedul es are based on the follow ng primary
operating conditions:

Nor mal Servi ce

Driven More Than 10 Mles Daily
* No Operating Conditions From Severe Service Schedul e
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Severe Service (Unique Driving Conditions)

Short Trips In Freezing Tenperatures
Towi ng O Heavily Loaded

Severe Dust Conditions

Hot Weat her, Stop-And-Go Driving
Extensive 1dling

* * X X X

CAMSHAFT TIMING BELT

CAUTION: Failure to replace a faulty canshaft timng belt may result
in serious engi ne damage.

The condition of canshaft drive belts should al ways be
checked on vehicl es which have nore than 50,000 miles. Al though sone
manuf acturers do not recommend belt replacenent at a specified
m | eage, others require it at 60, 000-100,000 mles. A canshaft drive
belt failure may cause extensive damage to internal engi ne conponents
on nost engi nes, although sonme designs do not allow piston-to-val ve
contact. These designs are often called "Free \Weeling".

Many manuf acturers changed their maintenance and warranty
schedules in the md-1980's to reflect timng belt inspection and/or
repl acenment at 50, 000-60,000 mles. Mst service interval schedules in
this manual reflect these changes.

Bel ts or conponents should be inspected and replaced if any
of the follow ng conditions exist:

Cracks Or Tears In Belt Surface

M ssi ng, Damaged, Cracked Or Rounded Teeth
G| Contam nation

Damaged O Faulty Tensioners

I ncorrect Tension Adjustnent

* * X X X

I nspect canmshaft timng belt condition every 20,000 mles.
Repl ace belt as necessary.

DRIVE BELT ROUTING

8 mm% 1\ ) Tensioner
Bolt - \ e

Accessory
Drive Belt

93183104

Fig. 1: Drive Belt Tensioner Adjustnent (VR6)
Courtesy of Vol kswagen United States, Inc.
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Engine
Code

_ 93HB3102 _
Fig. 22 Drive Belt Routing (VR6)

Courtesy of Vol kswagen United States, Inc.

Ribbed belt for:
Generator, G-charger
and water pump

V belt for:
Power steering pump

* Arrow = Tensioning point

Ribbed belt pulley - Generator
Ribbed belt (21.36 wide x 1653 mm circumference,
0.84 in. wide X 65.0 in. circumference)

Ribbed belt pulley - G-charger

Ribbed belt
tensioning
pulley

Ribbed belt idler pulley

Combination

V-belt and Ribbed belt pulley - Water pump

tibbed belt V-belt (9.5 mm wide x 653 circumference,
pulley - 0.37 in. wide x 26.1 in. circumference)
Crankshaft

V-belt pulley - Power steering pump

. . ) . _S0H00650
Fig. 3: Drive Belt Routing (Four Cylinder Wthout A/ C

Courtesy of Vol kswagen United States, Inc.



MAINTENANCE INFORMATION
Article Text (p. 5)
1990 Volkswagen Corrado

For Volkswagen Technical Site: http://vw.belcom.ru
Copyright © 1998 Mitchell Repair Information Company, LLC
Thursday, March 23, 2000 09:48PM

Ribbed belt for:
Generator, G-charger
and A/C compressor

V-belt for:
Water pump and
power steering pump

* Arrow = Tensioning point /Rlbbed belt pulley - Generator

Ribbed belt (21.36mm wide x 1755mm circumference,
0.84 in. wide x 69.0 in. circumference)

Ribbed belt pulley -
G-charger

Tensioning Idler pulley
pulley

Ribbed belt pulley -
A/C compressor

Combination V-belt
& ribbed belt
pulley - Crankshaft

V-belt pulley - Water pump

V-belt (9.5mm wide x 735mm circumference,
0.37 in. wide x 28.9 in. circumference)

50100651 V-belt pulley - Power steering pump
Fig. 4: Drive Belt Routing (Four Cylinder Wth A/ C
Courtesy of Vol kswagen United States, Inc.

SERVICE POINT LOCATIONS



MAINTENANCE INFORMATION
Article Text (p. 6)
1990 Volkswagen Corrado

For Volkswagen Technical Site: http://vw.belcom.ru
Copyright © 1998 Mitchell Repair Information Company, LLC
Thursday, March 23, 2000 09:48PM

1 13 41412 120510 96 7 8 18

22 21 19 2 151 17 3
1 — Alr fliter 12 — Idle stabilizer vaive and boost pressure regulator
(N7

2 — Knock sensor

3 — CO potentiometer
4 — Fuel pressure regulator

5 — Digifant control unit (J 169)

13 — Oxygen sensor heater/probe harness connector
14 — intake manifoid

15 — Coolant temperature sensor (blue)
16 — Coolant temperature sensor {black)

6 — idie speed adjustment screw supplies signal to temperature gauge
7 — Throttle valve housing 17 — ignition distributor with Hall sender (G 40)
8 — Boost control valve housing 18 — ignition coil (N 152)
9 — Idie switch (F 60) 19 — G-charger
10 — Fuli throttle switch (F 81) boost pressure checking, see Repair Group 21
11 — Fuel rail assembly including fuel injectors 20 — Pressure switch (F 130)

® for fuel pump after-run
21 -- Thermoswitch (F 87)
50A11999 for radiator cooling fan after-run
22 — Carbon canister control vaive

Fig. 5: Service Point Locations (1.8L 4-Cylinder)
Courtesy of Vol kswagen United States, Inc.
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- Engine ol dipstick

Engine oil filler cap

Coolant expansion tank
ATF-dipstick ™

Power steering reservoir
Brake fluid reservolr
Windshield washer container
Battery (protected by a cover)

Fuse for coolant-fan after run

(For service use only) 50811966

Fig. 6: Service Point Locations (2.8L V6)
Courtesy of Vol kswagen United States, Inc.

OO0~ O &~ WwN —
i

ADDITIONAL SERVICE INFORMATION
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CAMSHAFT TIMING BELT SERVICE

Camshaft
Alignment
Mark

Intermediate
Shaft Sprocket

Water Pump
Pulley

Crankshatt

: . Pulley T~ 4
Fig. 7: Aligning 1.8L Timng Mrks (8-Valve)
Courtesy of Vol kswagen United States, Inc.

NOTE: For nore information on canshaft timng belt service refer to
the 1.8L 4-CYL 8-VALVE & 2.0L 4-CYL 16- VALVE
article in the ENG NE MECHANI CAL secti on.

ATTACHING VAG 1551 SCAN TESTER
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Test
Harness

Scan
Tester
Attach Scan Tester Leads To
Data Link Connectors Shown
93DRO46ER

Fig. 8 Connecting Scan Tester to Data Link Connector (Corrado)
Courtesy of Vol kswagen United States, Inc.

NOTE: For nore informati on on scan tester connecti ons

refer to the G- TESTS WCODES article in
t he ENG NE PERFORMANCE secti on.

INFORMATION LABEL LOCATIONS

1. Engine Numhber
i ntification Number
3. Safety Gompliance Sticker
g ¥eh|§|e identification _abel
re Specifications & Inflation Pressures

Fig. 9: Information Label Locations
Courtesy of Vol kswagen United States, Inc.
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SERVICE LABOR TIMES
SERVI CE LABOR TI MES TABLE ( HOURS)
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
(1)(2) 15,000  (1)(2) 30,000 (60, 000)

Application Mle Service Mle Service
Automatic Transmi ssion ..... 1.6 ... 3.3 (4.2)
Manual Transm ssion ........ 1.8 ... 2.7 (3.6)

(1) - Add .2 hr. if equipped with AAC. Add .1 hr. if equipped
with cruise control.

(2) - Add 1.8 hrs. to replace canshaft timng belt (if equipped).
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

LUBRICATION SPECIFICATIONS
LUBRI CATI ON SPECI FI CATI ONS TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Application Fl uid Specifications

Engine G (1)
Anbi ent Tenper atures

G eater Than 50¢F (10eC) .............. SAE 20W 50 APl SF/ CD
14gF To 50gF (-10eC To +10e8C) ......... SAE 10W 40 APl SF/ CD
Less Than 14gF (-106 CO) ................ SAE 5W 30 APl SF/ CD
Brake Fluid ............ ... ......... SAE J1703 (DOTr 3 Or DOT 4)
Power Steering Fluid .......... ... ... ... ... ... VW Hydraulic G|
(G 002000) O Equi val ent

Automatic Transmission ........... Dexron-11E ATF O Equi val ent
Manual Transaxle .......... ... ... ... ....... SAE 80WAPI G-4 O

SAE 75W90 (G0 Synthetic Gear G 1)
Final Drive (AT & MT)

(Differential) .......... SAE 75W90 (G0 Synthetic Gear G 1)
Wheel Bearings .................... NLE@ Gade 2 Category GC-LB
Drive Shaft UJoints .............. NLE@ Gade 2 Category GC-LB
Steering Linkage (2)(3) ........... NLE@ Gade 2 Category GC-LB
Ball Joints (2)(4) ................ NLE@ Gade 2 Category GC-LB
Weatherstrip ....... ... ... ... .. . ... Dielectric Silicone Gease

(1) - SAE 15W40 or 20W40 engine oil is recommended for extrene
condi ti ons or extended hi ghway operati on.

(2) - Use |low pressure grease gun to prevent seal damage.

(3) - Fill until lubricant squeezes out fromthe base of seals.

(4) - Fill ball joint until seal starts to swell.

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

FLUID CAPACITIES

FLU D CAPACI TI ES TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
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Application Quantity (1)
A C System R-12 Refrigerant

1990-92 (up to 7/92) .. .. 37-40 Qzs.
A C System R-134a Refrigerant (2)

1993-94 (from 7/92) . ... . .. 28.2-31.8 Qzs.
Cool i ng System

4-Cyl . 6.8 Qs. (6.5L)

VB 9.1 xs. (8.6L)
Engine G| (3)

A- Oyl . 4.3 Qs. (4.0L)

VB 6.3 Qs. (6.0L)
Fuel Tank

4- Oyl . 14.5 Gals. (55L)

VB 18.5 Gals. (55L)
Aut omati c Transm ssion

Fluid Change ........ ... . . . . .. .. 3.2 Qxs. (3.0L)

Overhaul ... .. . 5.9 Qs. (5.6L)
Manual Transm ssion . ............ ..., 2.1 Qxs. (2.0L)

Final Drive
Differential (AT) (4) ... .. . . ... 0.8 Q. (.75L)

(1) - Capacities are recommended or cal cul ated | evels. Al ways use
di pstick (if available) to nmeasure |evel.

(2) - Use of RR12 in a Rl34a systemw || result in SEVERE DAMAGE.
(3) - Includes oil filter change.
(4) - Lifetime fill.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

WHEEL & TIRE SPECIFICATIONS

Wheel and tire sizes vary according to vehicle and equi prent

and can be found on tire information | abel on each vehicle. Weel and
tire specifications and tire inflation pressures are listed on a | abel
found inside fuel tank flap.
NOTE: Snow chai ns nust be used on drive wheels, in pairs only.

WHEEL TIGHTENING

Tighten all wheel lugs to 80 ft. Ibs. (110 N.m.

BATTERY SPECIFICATIONS

CAUTI ON: When battery is disconnected, vehicles equipped with
conputers may | ose nenory data. Wen battery power is
restored, driveability problens may exist on sone vehicles.
These vehicles may require a relearn procedure. See COVWPUTER
RELEARN PROCEDURES article in the GENERAL | NFORVATI ON
secti on.

Al'l nodels use BCl group 41 batteries with cold crank rating
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of 650 anps.

CAUTIONS & WARNINGS

CAUTI ON: Contact with |live conmponents of ignition systemwhile
engine is running could lead to a fatal electric shock.

CAUTI ON:  Brake pedal requires extreme pressure to stop vehicle when
engi ne i s not running.

WARRANTY INFORMATION

CAUTI ON: Al ways refer to customer's copy of warranty information for
speci fic nodel application and/or coverage limtations.

BASIC NEW CAR WARRANTY

Manuf acturer warrants to the original retail custoner, and
any subsequent purchaser, that every vehicle inported and sold as a
new vehicle to a retail custoner will be free of defects in materi al
and wor kmanship for 2 years or 24,000 m|es, whichever cones first,
after date of delivery to the first retail customer, or after vehicle
was first placed in service.

LIMITED WARRANTY

Warrants cars to be free of defects in materials or
wor kmanship for a period of 2 years or 24,000 mles, whichever cones
first.

LIMITED POWER TRAIN WARRANTY

Covers engine, transm ssion and drivetrain for a period of 5
years or 50,000 mles, whichever occurs first.

ANTI-CORROSION

Covers hol es caused by corrosion in body sheet netal for 6
years, w thout respect to mleage, so long as inspection and
mai nt enance services are perforned.

EMISSION CONTROL SYSTEM

Manuf acturer warrants to the initial purchaser and each
subsequent purchaser that this vehicle is designed, built, and
equi pped so as to conformat the time of sale with all U S. and
California Air Resources Board em ssion regul ati ons applicable at the
time of manufacture, and that this vehicle is free fromdefects in
materi al s and wor kmanshi p which cause it to fail to conformwth
applicable regulations within the first 5 years or 50,000 m | es,
whi chever occurs first.
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FUSES & CIRCUIT BREAKERS
FUSE PANEL LOCATION

Fuse panel is |located under |eft side of dash board by
driver's knee. Fuses are nunbered fromleft to right.

FUSE PANEL IDENTIFICATION

—
QO
8
o
B
—
R
\®
N
B
no
K

e
-
—d
0

o

EEI

S0D11968

Fig. 10: Fuse & Relay Panel ldentification (1990)
Courtesy of Vol kswagen United States, Inc.

WARNI NG Al ways di sconnect battery ground cabl e before servicing
“hi gh-current fuses. It is recommended that "high-current”
fuses be replaced by a qualified technician.

Fuse & Crcuit Breaker Identification

1 - 10 Anp (Red)

Left Low Beam

2 - 10 Anp (Red)
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Ri ght Low Beam
10 Anp (Red)

I nstrunment Lights, License Plate Lights

15 Anp (Bl ue)
Rear W ndow W per, Sliding Roof

15 Anp (Bl ue)

W ndshield & Rear W ndow Washer, W ndshield W per

20 Amp (Yel I ow)
Air Conditioner, Fresh Air Fan

10 Anp (Red)
Right Tail & Side Lights

10 Anp (Red)
Left Tail & Side Lights

20 Amp (Yel I ow)
Rear W ndow Defroster, Mrror Heating

15 Anp (Bl ue)
Fogl i ghts
10 Anp (Red)
Left H gh Beam H gh Beam I ndi cat or

10 Anp (Red)
Ri ght Hi gh Beam

10 Anp (Red)
Hor n, Radi ator Fan

15 Anp (Bl ue)

Back-Up Lights, Electric Mrrors, Heated Washer Jets

10 Anp (Red)

El ectronic Ignition, Idle Stabilizer,
Decel erati on Fuel Shut Of

15 Anp (Bl ue)

War ni ng/ | ndi cator Lights, Milti-Function Indicator,

Li ght, Cassette Storage Light, Rear Spoiler Control Unit

10 Anp (Red)

Ener gency Fl ashers, Turn Signals
20 Amp (Yel I ow)

Fuel Punp, Heated Oxygen Sensor
30 Amp (G een)

Radi ator Fan, Air Conditioner

10 Anp (Red)
Brake Lights, Cruise Control

15 Anp (Bl ue)
Interior Conpartment Lights, G garette Lighter,
Central Locking System Rear Spoiler Adjustnent

10 Anp (Red)
Radi o

Relay & Grcuit Breaker Identification

A/ C Control Modul e Rel ay

Rear W ndow W per/Washer Rel ay
ECM Power Supply Rel ay

Load Reduction Rel ay

Low Cool ant Level

Digital

d ove Box

Cl ock
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6 - Energency Fl asher Rel ay

7 - Not Used

8 - Washer/Wper Intermttent Relay

9 - Seat Belt Warning Control Modul e
10 - Fog Lanp/ Parking Lanp Rel ay

11 - Dual Horn Rel ay

12 - Fuel Punp Rel ay

13 - ABS Hydraulic Punp Rel ay

14 - ABS Rel ay

15 - Radiator After Run Rel ay

16 - Fuel Punp After Run Control Unit
17 - Heated Driver Seat Rel ay

18 - Heated Passenger Seat Rel ay

19 - ABS Hydraulic Punp Fuse (30 Amp)
20 - ABS Hydraulic Valve Fuse (30 Amp)
21 - Power W ndow Fuse (20 Amp)

22 - ABS Val ves Fuse (30 Anp)

23 - Not Used

24 - Not Used

2

1

50D11968

Fig. 11: Fuse & Relay Panel 1D (1991-92)
Courtesy of Vol kswagen United States, Inc.
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WARNI NG Al ways di sconnect battery ground cabl e before servicing
"high-current fuses. It is recommended that "high-current”
fuses be replaced by a qualified technician.

Fuse & Crcuit Breaker Identification

1 - 10 Amp (Red)

Left Low Beam
2 - 10 Anp (Red)

Ri ght Low Beam
3 - 10 Anp (Red)

I nstrunment Lights, License Plate Lights
4

- 15 Amp (Bl ue)
Rear W ndow W per, Sliding Roof

5 - 15 Anp (Bl ue)
W ndshield & Rear W ndow Washer, W ndshield W per

6 - 20 Anp (Yell ow
Air Conditioner, Fresh Air Fan
7 - 10 Anp (Red)
Right Tail & Side Lights
8 - 10 Anp (Red)
Left Tail & Side Lights
9 - 20 Anp (Yellow)
Rear W ndow Defroster, Mrror Heating
10 - 15 Anp (Bl ue)
Fogl i ghts
11 - 10 Anp (Red)
Left H gh Beam H gh Beam I ndi cat or
12 - 10 Anp (Red)
Ri ght Hi gh Beam
13 - 10 Anp (Red)
Hor n, Radi ator Fan
14 - 15 Anp (Bl ue)
Back-Up Lights, Electric Mrrors, Heated Washer Jets
15 - 10 Anp (Red)
El ectronic Ignition, Idle Stabilizer,
Decel eration Fuel Shut Of
16 - 15 Anp (Bl ue)
War ni ng/ I ndi cator Lights, Milti-Function Indicator, d ove Box
Li ght, Cassette Storage Light, Rear Spoiler Control Unit
17 - 10 Anp (Red)
Energency Flashers, Turn Signals
18 - 20 Anp (Yell ow)
Fuel Punp, Heated Oxygen Sensor
19 - 30 Anp (G een)
Radi ator Fan, Air Conditi oner
20 - 10 Amp (Red)
Brake Lights, Cruise Control
21 - 15 Amp (Bl ue)
Donme & Luggage Conpartment Lights, G garette Lighter, C ock
Central Locking System Milti-Function |ndicator,
Rear Spoil er Adjustment, Engi ne D agnostic
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10 Anp (Red)
Radi o

Relay & Gircuit Breaker Identification

A/ C Control Modul e Rel ay

Rear W ndow W per/Washer Rel ay
ECM Power Supply Rel ay

Load Reduction Rel ay

Not Used

Emer gency Fl asher Rel ay

Not Used

Washer/ W per Intermttent Relay
Seat Belt Warning Control Mdule
Fog Lanp/ Parki ng Lanp Rel ay

Dual Horn Rel ay

Fuel Punp Rel ay

ABS Hydraulic Punp Rel ay

ABS Rel ay

Radi at or After Run Rel ay

Fuel Punp After Run Control Unit
Heated Driver Seat Rel ay

Heat ed Passenger Seat Rel ay

ABS Hydraulic Punp Fuse (30 Amp)
ABS Hydraulic Val ve Fuse (30 Anp)
Power W ndow Fuse (20 Amp)

ABS Val ves Fuse (30 Anp)
Automatic Seat Belt System Fuse, S51
Not Used

HH B8 a8
M B g DLW

1 23456789101112131415161718192021& I

%g
ulaly!

b bl b b |

50D11968

12: Fuse & Relay Panel ID (1993 - up to January 1993)

Courtesy of Vol kswagen United States, Inc.
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WARNI NG Al ways di sconnect battery ground cabl e before servicing
"high-current fuses. It is recommended that "high-current”
fuses be replaced by a qualified technician.

Fuse & Crcuit Breaker Identification

1 - 10 Amp (Red)

Left Low Beam
2 - 10 Anp (Red)

Ri ght Low Beam
3 - 10 Anp (Red)

I nstrunment Lights, License Plate Lights
4

- 15 Amp (Bl ue)
Rear W ndow W per, Sliding Roof

5 - 15 Anp (Bl ue)
W ndshield & Rear W ndow Washer, W ndshield W per

6 - 20 Anp (Yell ow
Air Conditioner, Fresh Air Fan
7 - 10 Anp (Red)
Right Tail & Side Lights
8 - 10 Anp (Red)
Left Tail & Side Lights
9 - 20 Anp (Yellow)
Rear W ndow Defroster, Mrror Heating
10 - 15 Anp (Bl ue)
Fogl i ghts
11 - 10 Anp (Red)
Left H gh Beam H gh Beam I ndi cat or
12 - 10 Anp (Red)
Ri ght Hi gh Beam
13 - 10 Anp (Red)
Hor n, Radi ator Fan
14 - 15 Anp (Bl ue)
Back-Up Lights, Electric Mrrors, Heated Washer Jets
15 - 10 Anp (Red)
Crankcase Ventilation Heating El ement
16 - 15 Anp (Bl ue)
War ni ng/ I ndi cator Lights, Milti-Function Indicator, d ove Box
Li ght, Cassette Storage Light, Rear Spoiler Control Unit
17 - 10 Anp (Red)
Energency Flashers, Turn Signals
18 - 20 Anp (Yell ow)
Fuel Punp, Heated Oxygen Sensor Contr ol
19 - 30 Anp (G een)
Radi ator Fan, Air Conditi oner
20 - 10 Amp (Red)
Brake Lights, Cruise Control
21 - 15 Amp (Bl ue)
Donme & Luggage Conpartment Lights, G garette Lighter, C ock
Central Locking System Milti-Function |ndicator,
Rear Spoil er Adj ustnent
22 - 10 Anmp (Red)
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Radi o
Relay & Gircuit Breaker Identification

- A/C Control Mdul e Rel ay

- Rear Wndow W per/Washer Rel ay
- ECM Power Supply Rel ay

- Load Reduction Rel ay

Not Used

- Energency Fl asher Rel ay

- Headl i ght Washer Rel ay

- Washer/Woper Intermttent Relay
- Seat Belt Warning Control Mdule
10 - Fog Lanp/ Parking Lanp Rel ay

11 - Dual Horn Rel ay

12 - Fuel Punp Rel ay

13 - ABS Hydraulic Punp Rel ay

14 - ABS Rel ay

15 - Not Used

16 - Not Used

17 - Not Used

18 - Power Seat Fuse

19 - ABS Hydraulic Punp Fuse

20 - ABS Hydraulic Valve Fuse

21 - Not Used

22 - Power Wndow Circuit Breaker
23 - Fuse, Sh1

24 - Not Used

OCO~NOOUITRAWNPE
1

ry
©
8
o
B
—

-
W
—t
H
Ty
(%)

0 30
B 8| LW e

[:1 2345678 910111213141516171819202122:]
T UL L L |
dB A R R
(] |
S0D11968

]
Fig. 13: Fuse & Relay Panel 1D (1993 - from January 1993-94)
Courtesy of Vol kswagen United States, Inc.
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WARNI NG Al ways di sconnect battery ground cabl e before servicing
"high-current fuses. It is recommended that "high-current”
fuses be replaced by a qualified technician.

Fuse & Crcuit Breaker Identification

1 - 10 Amp (Red)

Left Low Beam
2 - 10 Anp (Red)

Ri ght Low Beam
3 - 10 Anp (Red)

I nstrunment Lights, License Plate Lights
4

- 15 Amp (Bl ue)
Rear W ndow W per, Sliding Roof

5 - 15 Anp (Bl ue)
W ndshield & Rear W ndow Washer, W ndshield W per

6 - 20 Anp (Yell ow
Air Conditioner, Fresh Air Fan
7 - 10 Anp (Red)
Right Tail & Side Lights
8 - 10 Anp (Red)
Left Tail & Side Lights
9 - 20 Anp (Yellow)
Rear W ndow Defroster, Mrror Heating
10 - 15 Anp (Bl ue)
Fogl i ghts
11 - 10 Anp (Red)
Left H gh Beam H gh Beam I ndi cat or
12 - 10 Anp (Red)
Ri ght Hi gh Beam
13 - 10 Anp (Red)
Hor n, Radi ator Fan
14 - 15 Anp (Bl ue)
Back-Up Lights, Electric Mrrors, Heated Washer Jets
15 - 10 Anp (Red)
Crankcase Ventilation Heating El ement
16 - 15 Anp (Bl ue)
War ni ng/ I ndi cator Lights, Milti-Function Indicator, d ove Box
Li ght, Cassette Storage Light, Rear Spoiler Control Unit
17 - 10 Anp (Red)
Energency Flashers, Turn Signals
18 - 20 Anp (Yell ow)
Fuel Punp, Heated Oxygen Sensor
19 - 30 Anp (G een)
Radi ator Fan, Air Conditi oner
20 - 10 Amp (Red)
Brake Lights, Cruise Control
21 - 15 Amp (Bl ue)
Donme & Luggage Conpartment Lights, G garette Lighter, C ock
Central Locking System Milti-Function |ndicator,
Rear Spoil er Adj ustnent
22 - 10 Anmp (Red)
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Radi o
Relay & Grcuit Breaker Identification

- A/C Control Mdul e Rel ay

- Rear Wndow W per/Washer Rel ay

- ECM Power Supply Rel ay

- Load Reduction Rel ay

- Engi ne Cool ant Level (ECL) Control Modul e
- Emergency Fl asher Rel ay

- Headl i ght Washer Rel ay

- Washer/Woper Intermttent Relay

- Seat Belt Warning Control Mdule
- Fog Lanp/ Parki ng Lanp Rel ay

- Dual Horn Rel ay

- Fuel Punp Rel ay

Back- Up Light Fuse (A/T)

- Cool ant After-Run Control Mdul e
- ABS Hydraulic Punp Rel ay

- ABS Rel ay

- Not Used

- Power Seat Fuse

- AC Rel ay

- Park/Neutral Position (PNP) Rel ay

NRRRRRRRRRER
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21 - ABS Hydraulic Punp Fuse/ Power W ndow Circuit Breaker

22 - ABS Hydraulic Valve Fuse

23 - Cruise Control Fuse/Automatic Shoul der Belt System Fuse
24 - Not Used

END OF ARTICLE



