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ARTICLE BEGINNING

1993 ACCESSCRI ES & EQUI PVENT
Vol kswagen W per/\Washer Systens

Vol kswagen; Corrado SLC

DESCRIPTION

Al'l nodels are equi pped with 2-speed w pers. A standard or
optional intermttent feature is also available. The w per control is
the right lever on the steering colum. Sone nodels are equi pped with
a rear w per/washer system

ADJUSTMENTS

WIPER BLADE

To adjust wi per bl ade park position, ensure w per notor is at
park position. Locate w per bl ade(s) above | ower edge of w ndshield as
speci fied. See W PER BLADE PARK POSI TI ON SPECI FI CATI ON t abl e. Secure
W per arm

W PER BLADE PARK PCSI TI ON SPECI FI CATI ON TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Application In. (nm
Corrado SLC
Right 1.0 (25)
Lef b 1.8 (47)
Rear ... 1.9 (50)

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

TESTING

Testing information is not avail able from manufacturer.

REMOVAL & INSTALLATION
FRONT WIPER MOTOR

Renoval

Open hood, and unplug wiring connector. Pry |inkage off notor
crank arm Renpve nounting bolts and notor. DO NOT renobve notor
bracket when renoving notor.

Install ation
Check crank arm alignment by running notor and allow ng arm
to park. Ensure crank armis properly aligned. See Fig. 1. To conplete
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installation, reverse renoval procedure.

Crank Arm Must Cover Hale

. R _ 93FER2853
Fig. 1: Aligning Front Wper Mtor Crank Arm

Courtesy of Vol kswagen United States, Inc.

WIRING DIAGRAMS

See appropriate chassis wiring diagramin WRI NG DI AGRAMS.
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