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ARTICLE BEGINNING

W per/ Washer Systens
VOLKSWAGEN

Cabri ol et, Fox, Golf, GIl, Jetta,
Quantum Scirocco, Vanagon

DESCRIPTION

Al'l nodels are equi pped with 2-speed w pers. A standard or
optional intermttent feature is also available. The w per control is
the right-hand | ever on the steering colum. Sonme nodel s are equi pped
with a rear w per/washer system

REMOVAL & INSTALLATION
FRONT WIPER MOTOR

Renmoval (Cabriolet, Jetta & Quantum

1) Open hood and di sconnect wiring connector. Pry |inkage
off motor crank arm Renove 4 bolts and notor. DO NOT renobve notor
bracket when renoving notor.

2) On Quantum nodel s, renove w per notor franme before
removing or installing notor.

Install ation

Check crank arm alignment by running notor and allow ng it
to park. Crank arm shoul d be at 20 degree angle to notor centerline.
See Fig. 1. To conplete installation, reverse renoval procedure,
installing left linkage rod first.

Renmoval (Golf, GIl & Scirocco)

Renove connecting |inkage fromnotor crank arm D sconnect
Wi ring connector. Mark position of w per notor crank arm Renove
wi per notor crank armand 3 nmounting bolts. Slide notor out from
beneat h bracket and renove notor.

Install ation

Check crank arm alignment by running notor and allow ng it
to park. Crank armshould be in line with the notor centerline, and
i nkage ball should point away fromnotor. See Fig. 1. Reverse
renmoval procedure to conplete installation.

Renoval (Vanagon)

Renove wi pers, arnms and shaft nuts. Renove gl ove box and
instrument cluster. Renove wi per |inkage rods by extending fully to
passenger side. Disconnect wiring connector. Renbve w per bracket
bolts and bracket. Renove crank arm 3 bolts and w per notor.

Install ati on
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Connect notor wiring, run notor and allow it to park. Align
crank arm and |inkage rod as shown. See Fig. 1. Reverse renoval
procedure to install.

Renoval & Installation (Fox)
For renoval and installation of Fox w per notor and
conponents, refer to illustration. See Fig. 2.

Offset wy o

GOLF & GTI

Align Here

SCROCCO VANAGON
Courtesy of Volkswagen United States, Inc.

Fig. 1: Aligning Front Wper Mtor Crank Arm
Courtesy of Vol kswagen United States, Inc.

Windshield Wiper
Arm Assembly

Windshield Wiper
Assembly Support

Courtesy of Volkswagen United States. Inc.

Fig. 2: Exploded View of Fox Front W per Conponents
Courtesy of Vol kswagen United States, Inc.
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REAR WIPER MOTOR

Renoval

Renove inner trim panel on rear hatch. D sconnect wring
connector and pry |inkage off notor crank arm Renobve notor crank
arm notor bolts and notor.

Install ation

Check crank armalignment by running notor and allow ng it
to park. Install crank armin correct position. See Fig. 3. Reverse
renmoval procedure to conplete installation.

Align Hera

RABBIT SCIROCCO

Courlesy of Volkswagen United States, inc.

Fig. 3: Aigning Rear Motor Crank Arm During Installation
Courtesy of Vol kswagen United States, Inc.
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