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ARTICLE BEGINNING

1987 Drive Axles
VOLKSWAGEN FWD AXLE SHAFTS

DESCRIPTION

Axl e shafts transfer power fromtransaxle to driving wheels.
Al'l axle shafts consist of a shaft and flexible Constant Velocity
(CV) joint at each end. Inner CV joint is splined or bolted to
transaxle. Quter CV joint is splined to hub assenbly and secured by
axl e shaft nut.

The inner and outer CV joints are enclosed by a CV joint
boot. The boot maintains lubrication in the joint and prevents
contam nation fromentering the joint. Boots nust be replaced when
signs of | eakage or cracks are present. The inner CV joint can be
repai red wi thout replacing assenbly. The outer CV joint nust be
repl aced as an assenbly.

There are 3 different types of axle shaft CV joints. The
Double O fset Joint (DQJ). The Birfield Joint (BJ) and the Tripod
Joint (TJ) (sometinmes referred to as tripot). The inner CV joint is
bolted to differential case drive flanges.

TROUBLE SHOOTING

TROUBLE SHOOTI NG CHART
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Condi tion Possi bl e Cause
Gease Leaks ... ... ... CV boot torn or cracked
a i cking Noise

0N COrNeriNg ...t e e e e Damaged outer CV
G unk Noi se

on Acceleration . ....... ... ... Damaged i nner CV
Vi bration or Shudder

on Acceleration ..................... Sticking, damaged or worn CV

M sal i gnment or spring hei ght
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

REMOVAL, DISASSEMBLY, REASSEMBLY & INSTALLATION

AXLE SHAFTS

CAUTI ON: Vehi cl e wei ght nmust not be allowed to rest on wheel bearings
and hub, W THOUT axl e shaft installed and axle shaft nut
ti ghtened to specification.

Renoval

1) Renove hub cap. Loosen axle shaft nut. Raise and support
vehi cl e. Renove axle nut and wheel. Renove Allen bolts connecting
inner CV joint to transm ssion case flange. See Fig. 1
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2) Mark position of both ball joint flanges on control arnmns.
Renove ball joint fromcontrol armand pull pivot nounting outward
whil e renoving axle shaft. Press axle shaft out of hub with puller and
gui de past transaxl e.

NOTE: Axl e shafts shoul d be di sassenbled ONLY to repl ace defective
rubber boots. If boots are replaced, check all conponents
for wear or damage and replace assenbly if necessary.

Boot Clamp

Cap

CV Jeint {Inner)

Circlip
Axle Shaft

€V Joint (Quter)
Boot Circhp

Fig. 1. Exploded View of Typical Vol kswagen
Axl e Shaft Assenbly

Di sassenbl y

1) On inner CV joint, renove circlip fromaxle shaft and
drive protective cap fromCV joint. Place axle shaft in Hol der
(VWI02) and press CV joint fromshaft with Adapter (VWO08a),
supporting hub to prevent damage.

2) Pivot hub and cage assenbly out of inner joint. Push out
and renove balls. Align ball hub grooves with cage and renove hub.
See Fig. 2.

NOTE: Inner CV joint and ball hub are matched sets. DO NOT

i nterchange with outer joint. CV joint balls cannot be
i nt erchanged between CV joints.

Cage

Align Hub Groove
As Shown By Arrows

Fig. 2: Renoving Vol kswagen I nner CV Joint Ball Hub

3) Renopve and discard i nner boot clanp and boot. On outer CV
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joint, spread circlip inside ball hub and drive CV joint off axle
shaft with brass drift by tapping on hub. Mark position of ball hub
and outer joint. Tilt cage and renove each ball.

4) Aign cage perpendicular to joint. Align 2 | arge openings
of cage with raised portions of joint and renove cage and hub.
Posi tion one retainer of hub in |arge opening and renove hub by
tilting outward. Renobve and di scard outer boot and cl anp.

Reassenbl y

1) To reassenble CV joints, reverse disassenbly procedure
and note the follow ng: lubricate joints with 3 ozs. of nol ybdenum
di sul phi de grease. After inserting balls into inner CV joint hub and
cage, insert hub and cage into joint in a perpendicul ar position.

2) Chanfer of ball hub splines nust face | arger dianeter of
joint. Rotate ball and cage into position and ensure CV joint w de
bal I groove and narrow hub groove are on sane side of joint. See
Fig. 3. Joint is correctly assenbled if hub can nove over shaft
splines by hand.

Narrow Ball Groove

Of Inside Ball Hub O

Wide Ball Groove
Of Inner CV Joint

Fig. 3: Installing Vol kswagen Ball Hub & Cage

3) Quter CV joint alignnment marks nust match after
reassenbly. Replace dust boots and clanps. Install CV joints onto
axl e shaft with inside ball hub chanfer facing shaft.

4) Quter CV joint nust be assenbled with di shed washer
concave side facing thrust washer and convex side of thrust washer
facing CV joint. See Fig. 4.

5) Inner CV joint nust be assenbled with di shed washer
concave side facing CV joint when installed on shaft. Install boot
clamps with open end facing opposite direction of normal rotation.
Al ways use new circlips to retain CV joints on shafts.
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Thrust Washer

Dished Washer

LA

Bool
Fig. 4: Installation of Vol kswagen Di shed & Thrust Washers

Install ation

1) To install, reverse renoval procedure and note the
followng: install a new side retainer ring. Check seals at both ends
of axle shaft and replace prior to installation if necessary.
Lubricate transaxle seal lip with transaxle oil

NOTE: Al ways install new cotter pin, washer and suspension nuts.

2) Install axle shaft into transaxle case. On all nodels
with snap ring retained axle shafts, try to pull axle shaft out of
differential by hand to ensure proper engagenent of snap ring.
Install axle shafts into wheel hub. Align suspension marks nade at
renoval and tighten nuts. On Audi Coupe nodels, apply (D6) | ocking
conpound to splines.

3) Check canber setting and adjust if necessary. Stake axle
shaft nut in place with a punch or install new cotter pin after
ti ghtening. Bleed brake system and replace transaxle fluid, if
required.

TORQUE SPECIFICATIONS

TI GHTENI NG SPECI FI CATI ONS TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Application Ft. Lbs. (N m
Vol kswagen
Axl e Shaft Nut ... ... .. 203 (280)
Ball Joint Nut ... ... 47 (64)
Brake Caliper Bolts . ...... . .. .. 83 (115)
CV Joint Bolt ... ... 32 (43)
Stabilizer Bar Bolts . ..... ... . .. .. 18 (21)
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