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ARTICLE BEGINNING

1993 WHEEL ALI GNVENT
Vol kswagen Specifications & Procedures

Al Mdels

* PLEASE READ THIS FIRST *

NOTE: Prior to perform ng wheel alignment, performprelimnary
vi sual and nechani cal inspection of wheels, tires and
suspensi on conponents. See PRE- ALI GNVENT | NSTRUCTI ONS in
WHEEL ALl GNMENT THEORY/ OPERATION article in the
GENERAL | NFORVATI ON sect i on.

RIDING HEIGHT ADJUSTMENT

NOTE: On vehicles with electronic chassis controls, all systens
shoul d be functional before attenpting riding height or
wheel alignnment adj ustnent.

Bef ore adj usting alignment, ensure difference in riding
hei ght between left and right sides of vehicle is Iess than 1" (25.4
nm) . Riding height nust be checked with vehicle on | evel floor and
tires properly inflated. Bounce vehicle several tinmes and all ow
suspension to settle.

Visually inspect vehicle for signs of abnormal height from
front to rear or side to side. Check passenger and | uggage
conpartnents for extra heavy itens and renove if present. If
difference in riding height between left and right sides of vehicle is
NOT | ess than 1" (25.4 m), check suspensi on conponents and repair or
repl ace as necessary.

On BuroVan nodel s, neasure the di stance between bolt head of
upper shock absorber nmounting and center of bolt head of |ower shock
absorber mounting. If distance neasured is not 10.9-11.1" (278-280 nm
turn torsion bar adjustnment bolt until correct riding height is
obt ai ned.
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