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ARTICLE BEGINNING

1993 ACCESSCRI ES & EQUI PVENT
Vol kswagen Crui se Control Systens

Vol kswagen; Corrado SLC, EuroVan, Passat

DESCRIPTION & OPERATION

The cruise control systemallows driver to maintain a

constant cruising speed above 22 MPH without depressing the
accel erator pedal. The cruise control system consists of a vacuum
punp, vacuum servo unit, vent valves and a control nodule. See Fig. 1
and 2.
The cruise control systemis operated by placing RES/ON OFF switch in
the ON position. Accelerate to desired speed and press the SET button.
This sets the cruising speed and stores it in nmenory. Pushing the SET
button again will increase the previous set speed until the button is
rel eased.

Crui se control systemw || disengage tenporarily when the
brake or clutch pedal is depressed. To reactivate system slide the
RES/ OV OFF button to RESUME. The vehicle will automatically accel erate
to the previous set speed. To erased set speed fromnenory, slide the
RES/ OV OFF button to OFF.

WARNI NG DO NOT shift into Neutral when cruise control systemis
swi tched on.
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Fig. 1. ldentifying Cruise Control System Conponents
(Corrado SLC |I's Shown; Passat Is Simlar)
Courtesy of Vol kswagen United States, Inc.
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Fig. 2. ldentifying Cruise Control System Conponents (EuroVan)

Courtesy of Vol kswagen United States, Inc.

ADJUSTMENTS
VACUUM ACTUATOR

Corrado SLC & Passat
Loosen vacuum actuat or adjustnent sleeve and push forward.
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See Fig. 3. Adjust cable as necessary. Pull adjustnment sleeve toward
rear until .14" (3.5 mm) of play is obtained at pedal plate. Check
accel erator pedal clearance.
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_ 93J82700
Fig. 3: Adjusting Vacuum Actuator (Corrado SLC & Passat)

Courtesy of Vol kswagen United States, Inc.

VACUUM SERVO LINKAGE

Eur oVan
Ensure throttle linkage is fully rel eased. Push adj ust nent

sl eeve and |inkage forward. See Fig. 4. Turn adjusting |inkage to
| ock. Ensure throttle |inkage operates freely.

Vacuum Actuator

Adjustment Sieeve Throttle Cabl

. . . _ 93A82701
Fig. 4: Adjusting Vacuum Servo Linkage (EuroVan)

Courtesy of Vol kswagen United States, Inc.

REMOVAL & INSTALLATION
BRAKE & CLUTCH VENT VALVES

Renoval
Renove trim panel and vent duct from beneath left side of
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i nstrunent panel. Brake and clutch switches are | ocated on a bracket
in front of associated pedal. See Fig. 5 or 6. Di sconnect wring and
vacuum hose fromval ve. Rotate vent val ve out of bracket.

Install ati on
Install brake or clutch vent valve into bracket until val ve

is seated. Pull back pedal as far as it will go. Slowy rel ease pedal
to adjust switch.

Vacuum Héée \
Clutch Vent Switch”|
I

Brake Vent Switch

_ 93B82702
Fig. 5. ldentifying Brake & Cutch Vent Val ves System Conponents

(Corrado SLC & Passat)
Courtesy of Vol kswagen United States, Inc.
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. - 93C82703
Fig. 6: |ldentifying Brake & Cutch Vent Val ves

Syst em Conponent s ( Eur oVan)
Courtesy of Vol kswagen United States, Inc.
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CONTROL UNIT

Renoval & Installation

Renove gl ove conpartnment. Renobve control nodul e nounting
bracket. Renove control unit wring harness connectors. Renpve control
nodul e. To install, reverse renoval procedure.

STEERING COLUMN CONTROL SWITCH

Renoval & Installation

Renove steering wheel. Loosen steering colum switch clanp
and pull up steering colum sw tch. Di sconnect electrical connector
and renove steering colum control switch. To install, reverse renoval
procedur e.

VACUUM PUMP

Renoval & Installation

On Corrado SLC and Passat npdels, renmove w ndshi el d washer
nounti ng bracket. Renove battery. On all nodels, renpve screws and
vacuum punp fender. See Fig. 7 or 8. To install, reverse renoval
pr ocedur e.

_ 93082704
Fig. 7: Identifying Vacuum Punp Conponents

(Corrado SLC & Passat)
Courtesy of Vol kswagen United States, Inc.

Q3FA2705

Fig. 8 Identifying Vacuum Punp Conponents ( EuroVan)
Courtesy of Vol kswagen United States, Inc.
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VACUUM SERVO
Renoval & Installation

1) Detach |inkage and renobve vacuum hose from vacuum servo.
Renove nut and servo from bracket. To install, reverse renpval
procedure. Adjust |inkage as necessary.

TESTING

VACUUM CHECK

Locate vacuum punp. See Fig. 7 or 8. Renobve vacuumline from
vacuum punp. Push vacuum actuator di aphragminward. Apply brake pedal

by hand until pressure is felt. Release brake pedal. If diaphragm
noves, repair or replace as necessary.

WIRING DIAGRAMS

See appropriate chassis wiring diagramin WRI NG DI AGRAMS.

END OF ARTICLE



