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ARTICLE BEGINNING

1993 ACCESSCRI ES & EQUI PVENT
Vol kswagen Anti - Theft

Vol kswagen; Corrado SLC, Passat

DESCRIPTION & OPERATION

The anti-theft systemnonitors the radio, all doors, hood and
trunk lid position. Wien the anti-theft systemis activated, The horn
and energency flashers will be activated and the vehicle will not
start. The wi ndows and sun roof (if equipped) are not nonitored.

The anti-theft system has sel f-diagnostic capabilities that
nonitor all conponents and wiring harness. If the systemis
functioning correctly, the horn will sound briefly after front door is
| ocked with the key.

ANTI - THEFT CONTROL MODULE LOCATI ON TABLE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Model Locati on
Corrado SLC ......... ... ... ... .... Behi nd Ri ght Ki ck Panel
Passat ...................... Driver Side Fuse/Rel ay Panel

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
TROUBLE SHOOTING
SYSTEM DOES NOT OPERATE

NOTE: Ensure battery is fully charged and all fuses are okay.

1) Gound Crcuit Check

Qotain radio security code. Disconnect battery cable
termnals. Disconnect anti-theft control nodule 6-pin and 10-pin
wi ri ng harness connector. See ANTI-THEFT CONTROL MODULE LOCATI ON
tabl e. Connect ohmmeter negative |lead to ground. Connect positive |ead
to anti-theft control nodule 10-pin wring harness connector term nal
No. "3" (Brown wire). If continuity is present, go to next step. If
continuity is not present, repair open circuit.

2) Power Circuit Check

Connect battery cable term nals. Connect voltneter negative
| ead to ground. Connect positive lead to anti-theft control nodul e 6-
pin wring harness connector termnal No. "3" (Red wire). Switch
positive lead to anti-theft control nodule 10-pin wring harness
connector terminal No. "1" (Red wire). If 12 volts are present at both
termnals, go to next step. If 12 volts are not present, repair open
circuit.

3) Turn ignition on. Leave voltneter negative | ead connected
to ground. Connect positive lead to anti-theft control nodule 10-pin
wi ring harness connector termnal No. "4" (Black wire for Corrado;
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Bl ack/ Yel|low wire for Passat). If 12 volts are present, go to next
step. If 12 volts are not present, repair open circuit.

4) Al arm Horn Check

Turn ignition off. Connect ohmmeter negative |ead to ground.
Connect positive lead to anti-theft control nodule 6-pin wiring
har ness connector term nal No. "4" (Black/Yellowwre). If continuity
is present, go to next step. If continuity is not present, repair open
circuit. If circuit is okay, replace alarmhorn

5) Door Lock Switch Check

Connect voltneter negative |lead to ground. Connect positive
lead to anti-theft control nodule 10-pin wring harness connector
termnal No. "7" (Red/Yellowwre for Corrado; Yellow Red for Passat).
Insert key in driver's door |ock. Turn key to |ock position and hold
nonentarily. Voltneter should register 12 volts. Repeat procedure for
passengers door. If voltage is correct for each door, go to next step.
If voltage is not correct, repair open circuit or replace swtch

6) Door Lock Switch Check

Connect voltneter negative |lead to ground. Connect positive
lead to anti-theft control nodule 10-pin w ring harness connector
termnal No. "6" (Red/Black wire). Insert key in driver's door | ock.
Turn key to unl ocked position and hold nonentarily. Voltneter should
regi ster 12 volts. Repeat procedure for passengers door. If voltage is
correct for each door, go to next step. If voltage is not correct,
repair open circuit or replace swtch

7) Alarm Switch & Hood Check

Connect ohmmeter negative lead to ground. Di sconnect negative
battery cable. Connect positive lead to the follow ng anti-theft
control nodul e connector termnals:
* 10-pin harness connector termnal No. "5" (Gay wre).
* 10-pin harness connector termnal No. "8" (Brown/Red wire).
* 10-pin harness connector termnal No. "9" (Brown/Geen wire).
* 10-pin harness connector termnal No. 10 (Brown/Wite wire for
Corrado SLC, Brown/ G een wire for Passat).
If continuity is present, check for circuit short to ground. If
circuit is okay, replace switch. If continuity is not present, go to
next step.

8) Indicator Light Check

Leave ohmeter negative |ead connected to ground. Connect
negati ve battery cable. Using nmultineter set on 10 A DC scal e, connect
positive lead to anti-theft control nodule 10-pin wring harness
connector terminal No. "2". If indicator |ight cones on, replace anti-
theft control nodule. If indicator |ight does not come on, repair open
circuit in wiring harness.

ALARM SYSTEM WILL NOT SWITCH OFF

1) Gound Crcuit Check

Ensure battery is fully charged. Obtain radio security code.
Di sconnect battery cable term nals. D sconnect anti-theft contro
nodul e 6-pin and 10-pin wiring harness connector. See ANTI-THEFT
CONTROL MODULE LOCATI ON tabl e. Reconnect battery cable term nals.

2) Connect voltneter negative |lead to ground. Connect
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positive lead to anti-theft control nodule 10-pin wring harness
connector termnal No. "7" (Red/Yellowwre for Corrado SLC
Yellow Red wire for Passat). Insert key in driver's door |ock. Turn
key agai nst stop and hold nonentarily. Voltneter should register 12
volts. Repeat procedure for passengers door. If voltage is correct for
each door, go to next step. If voltage is correct, repair door swtch
or open circuit.

3) Door Lock Switch Check

Connect voltneter negative |lead to ground. Connect positive
lead to anti-theft control nodule 10-pin wring harness connector
termnal No. "6" (Red/Black wire). Insert key in driver's door | ock.
Turn key against stop and hold nonentarily. Voltneter shoul d register
12 volts. Repeat procedure for passengers door. If voltage is correct
for each door, replace control nodule. If voltage is not correct,
repair door switch or open circuit.

ALARM HORN INOPERATIVE

1) Al arm Horn Check

Ensure battery is fully charged. Obtain radio security code.
Di sconnect battery cable term nals. Disconnect anti-theft control
nodul e 6-pin and 10-pin wiring harness connector. See ANTI-THEFT
CONTROL MODULE LOCATI ON t abl e.

2) Connect ohmmeter negative lead to ground. Connect positive
lead to anti-theft control nodule 6-pin wring harness connector
termnal No. "4" (Black/Yellowwre). If continuity is present,
replace anti-theft control nodule. If continuity is not present, check
for open circuit and repair as necessary. If circuit is okay, replace
al arm horn.

LIGHTS DO NOT FLASH

1) Al arm Horn Check

Ensure battery is fully charged and energency fl asher system
is functional. Obtain radio security code. Disconnect battery cable
termnals. D sconnect anti-theft control nodule 6-pin and 10-pin
wi ri ng harness connector. See ANTI-THEFT CONTROL MODULE LOCATI ON
t abl e.

2) Connect voltneter negative |lead to ground. Connect
positive lead to anti-theft control nodule 6-pin wring harness
connector termnal No. "1" (Black/Wite wire for Corrado SLC, Bl ack
Yellow wire for Passat). Turn energency flashers on. Wen |ights flash
on, battery voltage should be present.

3) Renove voltneter positive fromtermnal No. "1" and
connect to termnal No. "2" (Black/Geen wire for Corrado SLC
G een/Black wire for Passat). Turn energency flashers on. Wen lights
flash on, battery voltage should be present. If voltage is correct,
replace anti-theft control nmodule. If voltage is not correct, repair
open circuit in wiring harness between anti-theft control nodul e and
[ights.

ENGINE DOES NOT CRANK WITH ALARM SYSTEM OFF
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1) Al arm Horn Check

Ensure battery is fully charged and energency fl asher system
is functional. Obtain radio security code. Disconnect battery cable
termnals. Disconnect anti-theft control nodule 6-pin and 10-pin
Wi ring harness connector. See ANTI-THEFT CONTROL MODULE LOCATI ON
t abl e.

2) Reconnect negative battery cable. Connect voltneter
negati ve lead to ground. Connect positive lead to anti-theft control
nodul e 6-pin wring harness connector termnal No. "5" (Red/Geen wire
for Corrado SLC, Red/Wiite wire for Passat). Qobserve voltneter while
turning ignition to START position. If battery voltage is present, go
to next step. If battery voltage is not present, repair circuit to
ignition swtch.

3) Renobve ignition key. Disconnect negative battery cable.
Connect ohmmeter negative lead to ground. Connect positive lead to
anti-theft control nodule 6-pin wring harness connector term nal No.
"6" (Red/Black wire for Corrado SLC, Violet/Black wire for Passat). If
continuity is present, replace anti-theft control nodule. If
continuity is not present, check wiring harness to starter for open
circuit.

WIRING DIAGRAMS

For wiring see WRI NG DI AGRAMS article.
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