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ARTICLE BEGINNING

1993 ACCESSCRI ES & EQUI PVENT
Vol kswagen Power Mrrors

Vol kswagen; Corrado SLC, Passat

DESCRIPTION & OPERATION

Mrrors can be adjusted electrically frominside by operating
control knob on driver door panel. Adjustment control operates only
when ignition is on. To adjust driver-side or passenger-side mrror,
rotate control knob to "L" or "R'. Control knob is a 4-way rocker
switch which is pressed top (up), bottom (down), left (out) or right
(in). See Fig. 1.

If electrical control of mrror does not operate, adjust
mrror by hand by pushing lightly on edge of mirror glass. Wen rear
def ogger is on, outside mrrors are electrically heated.
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Fig. 1: Controlling Mrror Switch
Courtesy of Vol kswagen United States, Inc.

TROUBLE SHOOTING
Left O Right Power Mrror |noperative
Check power mirror switch, power mrror notor(s), wWring,

ground connection(s) and fuse(s). Use operator's manual to identify
fuse(s).

REMOVAL & INSTALLATION
MIRROR GLASS

WARNI NG Press only on center of glass. A ways wear protective gl oves
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while handling mrror glass (in case of accidental breakage).
NOTE: Mrror glass is only clipped in place.

Renoval & Installation

Tape upper and | ower edges of mirror housing. See Fig. 2 & 3.
Renove mirror glass using knife blade Pry Bar (VW80-200). Pry off at
bottom and then top. Wiile holding mrror, unplug electrical
connector, and renove mrror glass. To install, connect electrical
connector. Put mirror pins in notches, and press mirror into place.
See Fig. 2 & 3. Check mirror for proper function.
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Fig. 22 Renoving Mrror d ass
Courtesy of Vol kswagen United States, Inc.
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Fig. 3: Renoving Mrror dass (Open)
Courtesy of Vol kswagen United States, Inc.

POWER MIRROR ASSEMBLY
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WARNI NG Al ways wear protective gloves while handling mrror glass (in
case of accidental breakage). Hold glass to prevent it from
falling out.

Renoval & Installation

1) Di sconnect battery ground cable. Lower wi ndow. Renove
control knob and boot. Renpve door trim and | oosen noisture barrier

in area of rearview mrror control. Renove |ock nut. Unplug el ectrical
connect or.

2) Pivot mrror inward, and renove nounting screw. Pivot
mrror outward, and renove second nounting screw. Renpbve mirror with
base and control. To install, reverse renoval procedure.

WIRING DIAGRAMS

See appropriate chassis wiring diagramin WRI NG DI AGRAMS.
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