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ARTICLE BEGINNING

1993 ACCESSCRI ES & EQUI PVENT
Vol kswagen Power Door Locks

Vol kswagen; Corrado SLC, Passat

DESCRIPTION & OPERATION

Power | ocks are an electronically controlled, vacuum operat ed
system Conponents include bi-pressure punp, tubing and an acti vator
for each door. See Fig. 1, 2 or 3.

The power | ock system operates fromeither passenger or driver's door
lock. If the key is inserted in either door or trunk lock and held in

the unl ock position, all locks will be operated sinmultaneously. Power
| ock systemwi ||l not operate on door(s) or trunk lid if left
unl at ched.
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Fig. 1. Power Door Lock System Vacuum Di agram &

Conponent Locator (Corrado SLC)
Courtesy of Vol kswagen United States, Inc.
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Courtesy of Vol kswagen United States, Inc.
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Power Door Lock System Vacuum Di agram &

Component Locator (Passat Wagon)
Courtesy of Vol kswagen United States, Inc.
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TROUBLE SHOOTING
SYSTEM DOES NOT OPERATE

1) Power & G ound Check

Ootain radio security code. Disconnect battery cable
termnals. Disconnect control nodule 12-pin connector. Connect
negative lead to control nodule wring harness connector term nal No.
"3". See Fig. 4. Connect positive voltneter lead to termnals No. "1".
If voltage is present, go to next step. If voltage is not present,
repair open circuit.
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Fig. 4: Identifying Control Mdule Wring Harness Connector Termnals

Courtesy of Audi of Anmerica, Inc.

2) Door Lock Switch Check (Driver's Door)

Connect negative lead to control nodul e wi ring harness
connector termnal No. "3". Connect positive voltneter lead to
termnals No. "7". Insert key in driver's door and turn to | ock
position. If voltage is present, go to next step. If voltage is not
present, repair circuit or switch as necessary.

3) Door Lock Switch Check (Passenger's Door)

Connect negative lead to control nodul e wi ring harness
connector termnal No. "3". Connect positive voltneter lead to
termnals No. 10. Insert key in passenger's door and turn to unlock
position. If voltage is present, go to next step. If voltage is not
present, repair circuit or switch as necessary.

4) Activator Check

Reconnect control nodul e 12-pin connector. Open trunk |id.
Close all doors and lock with key. Disconnect control nodule 12-pin
connector. Connect ohmmeter negative |lead to control nodule wring
har ness connector term nal No. "3". Connect positive |lead to term na
No. "4". If continuity is present, go to next step. If continuity is
not present, repair circuit or activator as necessary.

5) Reconnect control nodul e 12-pin connector. Open trunk Iid.
Unl ock all doors with key. D sconnect control nodul e 12-pin connector.
Connect voltneter negative |lead to control nodule wring harness
connector termnal No. "3". Connect positive lead to term nal No. "4".
If voltage is present, replace bi-pressure punp and control nodule. If
voltage is not present, repair circuit or activator as necessary.
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VACUUM SYSTEM CHECK

Door Lock System Does Not Operate

Locat e vacuum hose junction. See Fig. 1, 2 or 3. Individually
renove vacuum hose from junction box. Plug junction box port. If door
| ock system operates, repair vacuumin hose. |If door |ock system does
not operate, repeat procedure for all other vacuumcircuit at junction
box.

TESTING
SYSTEM TEST

Ensure vehicle battery is fully charged, fuses are okay and
no | eaks are present in vacuum system Wen activated, bi-pressure
shoul d operate | onger than 5 seconds and then pul se.

CONTROL MODULE TEST

Performall procedures under TROUBLESHOOTI NG |If systemstill
does not performcorrectly, replace control nodule.

REMOVAL & INSTALLATION

CAUTI ON: When battery is disconnected, vehicle conmputer and nenory
systens may | ose nenory data. Driveability problenms may
exi st until conputer systens have conpleted a relearn
cycle. See COWUTER RELEARN PROCEDURES article in GENERAL
| NFORVATI ON bef ore di sconnecting battery.

BI-PRESSURE PUMP

Renoval & Installation

Renove right rear luggage trim Renove bi-pressure punp
bracket and insulation. Renove bi-pressure punp. See Fig. 5. To
install, reverse renoval procedure.

Insulation

. . . 93HR2781
Fig. 5 Locating Bi-Pressure Punp

(Corrado SLC |I's Shown; Passat Is Simlar)
Courtesy of Vol kswagen United States, Inc.
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FUEL DOOR ACTIVATOR

Renoval & Installation

Renove pressure |ine. Renpbve nounting screws. See Fig. 6.
Open activator hinge and unhook |inkage. Renpbve activator. To install,
reverse renoval procedure.

Mounting Screws

. 93182782
Fig. 6: Exploded View O Fuel Door Activator

Courtesy of Vol kswagen United States, Inc.

FRONT DOOR MASTER ACTIVATORS

Renoval & Installation

Cl ose wi ndow and renpbve door trim Renpve vacuum hose and
connector fromswitch elenent. See Fig. 7. Open activator hinge.
Unhook | ock |inkage. Renove front master activator. To install,
reverse renoval procedure.

Linkage

Front Door Activator

_ _ 93182783
Fig. 7: Locating Front Master Activator

Courtesy of Vol kswagen United States, Inc.
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REAR DOOR MASTER ACTIVATORS

Renoval & Installation

Gl ose wi ndow and renobve door trim Renove pressure |ine and
connector fromswitch elenent. See Fig. 8. DI SCONNECT i nner door
openi ng nechani sm and | ocki ng rod. Renove vacuum hose from retaining
clips. Open activator hinge. Unhook |ock Iinkage. Renove rear naster
activator. To install, reverse renoval procedure.

Rear Door Activator W

Lock Washer

_ 93A82784 :
Fig. 8 Locating Front Master Activator

Courtesy of Vol kswagen United States, Inc.

LIFTGATE ACTIVATOR

Renoval & Installation

Rotate liftgate activator clips 1/4 turn to unl ock. See
Fig. 9. Renove inner panel. Renove pressure line fromactivator.
Renove tension rod clip. Renove nounting bolts. Renobve activator. To
install, reverse renoval procedure.

Liftgate
Activator Clips
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Fig. 9: Locating Trunk Lid Activator dips
Courtesy of Vol kswagen United States, Inc.
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WIRING DIAGRAMS

See appropriate chassis wiring diagramin WRI NG D AGRAVE.

END OF ARTICLE



