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ARTICLE BEGINNING
NHTSA RECALL BULLETI N

Model (s): 1988 Vol kswagen ol f
1988 Vol kswagen Jetta
1989 Vol kswagen ol f
1989 Vol kswagen Jetta
1990 Vol kswagen Corrado
1990 Vol kswagen Fox
1990 Vol kswagen ol f
1990 Vol kswagen Jetta
1990 Vol kswagen Vanagon
1991 Vol kswagen Corrado
1991 Vol kswagen Fox
1991 Vol kswagen ol f
1991 Vol kswagen Jetta
1991 Vol kswagen Vanagon
1992 Vol kswagen Corrado
1992 Vol kswagen Fox
1992 Vol kswagen ol f
1992 Vol kswagen Jetta

Canmpai gn No: 92V058001
Nunber of Affected Vehicles: 340000

Begi nni ng Date of Manufacture: 1985 JUL
Endi ng Date of Manufacture: 1992 JUN

VEHI CLE DESCRI PTI ON:

Passenger cars.

DESCRI PTI ON OF DEFECT:

The fuel hose attached to the fuel distribution rail on the engine may
shrink beyond the clanp force of the fuel hose clanps, allow ng fue

to | eak.

FAULT:

Poor fit/l oose

SYSTEM

Fuel 1ines.

CONSEQUENCE OF DEFECT:

Fuel |eakage in the engine conpartnment can cause an underhood fire if
the fuel comes in contact with a source of ignition

CORRECTI VE ACTI ON:
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Repl ace the fuel hose attached to the fuel rail and install a new
spring type self-tightening clanp.

NOTE:

Vol kswagen of America estimates the new sel f-tightening fuel hose
clamps will be available in May of 1992.

this is a supplenental report. Al new data has been added to NHTSA
canpai gn nunber 92V058000.

ADDI TI ONAL | NFORMATI ON:
The National H ghway Traffic Safety Adm nistration operates Mnday
t hrough Friday from8:00 AMto 4:00 PM Eastern Tinme. For nore

information call (800) 424-9393 or (202) 366-0123. For the hearing
i mpai red, call (800) 424-9153.
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