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ARTICLE BEGINNING

TRANSM SSI ON SERVI CI NG
Aut omatic Transm ssion Renoval & Installation

Vanagon

VANAGON
REMOVAL

1) Di sconnect battery ground cable. Renpve upper engine-to-
transaxl e bolts. Renove dipstick and bolt for dipstick tube support
br acket .

2) Renove 3 torque converter-to-drive bolts through hole in
top of transaxle housing. Raise and support vehicle.

3) Disconnect both axle shafts fromtransaxle. Renove
starter. Disconnect push rod fromtransaxle kickdown |ever. Detach
accel erator cable fromtransaxle. Detach selector |ever cable from
transaxl e.

4) Disconnect and plug lines fromtransaxle cool er.

Di sconnect ground strap. Renove nounting bracket bolts. Support
transaxle with jack.

NOTE: Support bottom of engi ne when renoving transaxl e.

5) Renove | ower transaxle-to-engine bolts. Separate transaxle
from engi ne. Lower transaxle.

INSTALLATION

To install, reverse renoval procedure. Mike sure torque
converter is fully seated on one-way clutch support. Distance from
engine mating surface to end of converter hub should be at |east 3/8"

(10 mm).

TORQUE SPECIFICATIONS

TORQUE SPECI FI CATI ONS TABLE
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Appl i cations Ft. Lbs. (N.m
Vanagon
Axl e Shaft-To-Flange Bolts ................ 33 (45)
Torque Converter-To-Drive Plate Bolts ..... 22 (30)
Transaxl e-To-Engine Bolts ................. 41 (55)
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