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ARTICLE BEGINNING

1983- 96 MAI NTENANCE
Vol kswagen Mai nt enance Rem nder Light Reset Procedures

EGR MAINTENANCE LIGHT (IF EQUIPPED)

EGR light comes on at 15,000 mle intervals to indicate EGR
servicing is required. After checking ECR system reset mleage
counter. See RESETTI NG M LEAGE COUNTER.

OXYGEN SENSOR WARNING LIGHT (IF EQUIPPED)

Oxygen sensor (OXS) |ight cones on at 30,000 mle intervals
to indicate oxygen sensor replacenent. After installing new sensor,
reset m|eage counter. See RESETTI NG M LEAGE COUNTER

RESETTING MILEAGE COUNTER (IF EQUIPPED)

1) On sone Rabbit and Pickup nodel s, renove instrunent pane
cover plate. Reach into opening at top left corner of speedoneter and
pull release armto reset counter. See Fig. 1. Left armresets EGR
counter, right armresets oxygen sensor.

2) On Vanagon nodels, |ocate m | eage counter under spare tire
or under driver's floorboard (in-line with speedoneter cable). Using a
poi nted instrunment, depress reset button. Ensure light is out.

3) On all other nodels, |ocate mleage counter (in-line with
speedoneter cable) and push Wiite reset button. See Fig. 1. Ensure
light is out.

Mileage Counter Levers

Push Here

Speedometer to Reset

. Cable
Fig. 1: Resetting MIeage Counters

Courtesy of Vol kswagen United States, Inc.

SERVICE REMINDER INDICATOR (SRI) DISPLAY
CABRIO, GOLF Ill, GTI, JETTA Il (1993-95) JETTA (1996)
1) One of four service codes may be di splayed on instrunment

cluster according to mleage driven. Each service code displ ayed
determ nes type or |evel of maintenance required. Service code wll
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flash for approximately 3 seconds in odoneter display w ndow as
ignition is turned on. Wen servicing becones due (every 7500 m | es),
appropriate service code will flash for approximtely 60 seconds. The
four service codes avail able for display are as foll ows:

IN OO0 (No Service Necessary)

CEL (G| Change Service) Every 7500 Ml es

IN O1 (I nspection Service) Every 15,000 Ml es

IN 02 (Additional Servicing Wrk) Every 30,000 Mles

* X X X

2) After perform ng required maintenance, each effected
servi ce code displayed nust be reset individually. For exanple, at 15,
000 miles service codes CEL and IN 01 will both need to be reset.

3) To reset service codes, turn ignition on. Press and hold
odoneter reset button | ocated bel ow speedoneter. Wil e hol ding button,
press clock reset button (lower button for digital clock) |located to
left of fuel gauge. Rel ease buttons. Progranmm ng node is now
activated. Service code CEL1.S (distance counter) should be displ ayed.

4) Press clock reset button once nore. 7500 mles should now
be indicated on display. Desired m|eage for reset may be attained by
pressing clock reset button. M| eage displayed will decrease in
increments of 500 mles each tinme button is pressed. This feature
should only be used to calibrate m | eage when instrument cluster is
repl aced. Wien desired mleage is displayed, press odoneter reset
butt on.

5) Service code CEL2.S (tinme counter) should be displ ayed.
Press clock reset button. 6 (nonths) will be indicated on display.
Time counter for next oil change may be set by pressing clock reset
button if instrument cluster was replaced. Wen desired tine is
di spl ayed, press odoneter reset button.

6) Service code IN 01.S (tinme counter) should be displayed.
Press clock reset button. 12 (nonths) will be indicated on display.

Ti me counter for next maintenance interval may be set by pressing
clock reset button if instrunment cluster was replaced. Wen desired
time is displayed, press odoneter reset button.

7) Service code IN 02.S (distance counter) shoul d be
di spl ayed. Press clock reset button. 30,000 (mles) will be indicated
on display. Desired m|eage for reset may be attained by pressing
clock reset button. M| eage displayed will decrease in increments of
500 miles each tinme button is pressed. This feature should only be
used to calibrate m|eage when instrument cluster is replaced. Wen
desired mleage is displayed, turn ignition off. Programm ng i s now
stored in nenory.
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