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ARTICLE BEGINNING

Al R CONDI TI ONI NG & HEAT
A/ C System Precauti ons

* PLEASE READ THIS FIRST *

CAUTI ON: Waen di scharging air conditioning system use only approved
refrigerant recovery/recycling equi pment. Make every attenpt
to avoid discharging refrigerant into the atnosphere.

BEFORE OPENING THE SYSTEM

Bef ore di sconnecting any lines or fittings, the system nust
be conpl etely discharged using approved refrigerant recovery/recycling
equi pnent .

DISCHARGING A/C SYSTEM

NOTE: Recent findings by the EPA indicate that R-11, R 12 and R-113
are harnful to the Earths' protective Ozone | ayer. Mike every
attenpt possible, to avoid discharging R-11, R 12 or R 113
into the atnosphere.

1) Renove service valve caps and install gauges. For high
si de gauge hose, Adapter (D81L-19703-A) nust be used to connect to
hi gh side service val ve.

2) Place open end of center hose in garage exhaust outlet or
inawell ventilated area. Slightly open | ow side gauge val ve and | et
refrigerant escape slowy w thout |oosing refrigerant oil.

3) Wien systemis nearly discharged, using approved
refrigerant recovery/recycling equi prent, open hi gh side gauge val ve
to rel ease any pressure trapped in conpressor. C ose val ves
i medi ately after discharging to prevent entry of noisture.

DISCONNECTING LINES & FITTINGS

1) After systemis discharged, using approved refrigerant
recovery/recycling equi pment, carefully clean entire area around
coupling nut to prevent dirt entering system Al ways use two w enches
to avoid twisting or distorting lines and fittings (hold fitting with
one wench while | oosening coupling nut with second w ench).

2) Cap or plug all LINES and FITTINGS i nmedi ately to prevent
entry of air and noisture into system Do not renove these caps until
connections are bei ng nade.

COMPONENT REPLACEMENT

When conponents are replaced, systemoil |evel nust be
adjusted. Add refrigeration oil to replacenent conponent. See



A/C SYSTEM PRECAUTIONS
Article Text (p. 2)
1991 Volkswagen Vanagon

For Volkswagen Technical Site
Copyright © 1998 Mitchell Repair Information Company, LLC
Saturday, March 18, 2000 08:58PM

Conpressor oil Check article, as well as, Component G| Repl acenent
Quantities" chart under "A/C SYSTEM SPECS" article in this section.

USING R-12 REFRIGERANT - SAFETY PRECAUTIONS

1) Always work in a well-ventilated, clean area. Refrigerant
(R-12) is heavier than oxygen, and will displace oxygen in a confined
area. Al ways wear eye protection when working around air conditioning
systens and R-12. The systemi s high pressure can cause severe injury
to eyes and skin if a hose were to burst. R-12 evaporates quickly
when exposed to atnosphere, freezing anything it contacts.

2) Use care when handling refrigerant containers. DO NOT drop
or strike containers or expose refrigerant containers to excessive
heat. Contai ners nust never be heated nore than 125gF (52gC). Never
expose R-12 directly to open flane.

CAUTI ON: Wien R-12 is exposed to an open flame, drawn into a running
engi ne, or detected with a Halide (propane) |eak tester,
poi sonous phosgene gas is forned. Keep work areas ventil ated
and avoi d running engi nes near work area.

USING INDIVIDUAL R-12 CANS

Di sposabl e refrigerant cans (referred to as one pound cans)
have a flat type seal or a screw type seal, and proper can tap nust be
used for each type. Be sure sealing gasket on can tap is in good
condition. A proper safety can tap will prevent refrigerant from
fl ow ng back into open can, as tap has a one-way flow control.

NOTE: Recent findings by the EPA indicate that refrigerant is
harnful to the Earth's protective Ozone |ayer. \Wen
di scharging refrigerant avoid allowing refrigerant to enter
t he atnosphere. Refrigerant recovery system should be used
when di schargi ng the system

MULTI-CAN DISPENSING VALVES

A multi-can dispensing valve allows attachnent of several
cans of refrigerant, and is a good substitute when a bulk container is
not available. Cans are installed onto each leg of nmulti-can
di spensing val ve in the sanme manner as the individual cans, and each
leg has its own can tap.

CAN TAP INSTALLATION FLAT TYPE SEAL CANS

On cam | ock or one-piece can taps, first turn the handle
outward to the fully open position. Securely engage |ocking |ugs over
the can flange, and |l ock themin place by turning cam!lock or | ocking
nut. Screw tap assenbly into adapter so sealing gasket is fully seated
agai nst the can top. Turn tap inward to pierce the can and cl ose the
tap. DO NOT open tap until ready to purge the service hose or dispense
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refrigerant into the system

On 2-piece can taps, be certain tap handle is turned fully
inward to the closed position. Check that |ocking base is turned to
its outer limt. Securely engage | ocking |ugs over the can flange.
Turn entire tap assenbly (w thout disturbing the closed setting)
downward into the | ocking base to pierce the can. DO NOT open tap
until ready to di spense into system

SCREW TYPE SEAL CANS

Ensure can tap is fully closed. Screw refrigerant can into
can tap fitting until tight. This will pierce the can. Connect tap to
center hose on mani fold gauge set. DO NOT open tap until ready to
di spense R-12 into system

WARNI NG DO NOT open high side hand val ve while air conditioning
systemis in operation. This high pressure could rupture can
or fitting at safety can valve, resulting in damage and
personal injury.

CONNECTING LINES & FITTINGS

A new "O' ring should be used in all instances when
connecting lines and fittings (dip "O ring in clean refrigeration oil
and make certain it is not twisted during installation). A ways use
two wenches to avoid twisting or distorting lines and fittings,
ti ghten coupling nuts securely.

PLACING SYSTEM IN OPERATION

After conponent replacenment and/or system servicing has been
conpl eted and all connections have been nmade, proceed as follows:

1) Evacuate the systemusing a vacuum punp.

2) Charge the systemwi th new R-12 (refrigerant) according to
each individual vehicle as outlined in the GENERAL SERVICING article.
Al so see Refrigerant Capacity in this Section.

3) Leak test the system with particular attention to all new
connections and conponents.

4) Make a performance test of the system Never assunme that a
rechargi ng has automatically corrected a problem

COMPRESSOR REMOVAL INFORMATION - ISOLATION METHOD

On systens which have conpressors equi pped with stemtype
servi ce val ves (Tecunseh), it is possible to isolate the conpressor
for renoval .

| sol ati ng
Turn both high and | ow pressure manual valves to extrene
cl ockwi se (front seat) position. Loosen cap on high pressure nanual
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val ve connection to conpressor and allow gas to escape until
conpressor is relieved of pressure.

COMPRESSOR REMOVAL INFORMATION - DISCHARGE METHOD

This procedure is to be used on vehicles which have
conpressor equi pped with Schrader service valves. In these cases, the
conpressor cannot be isolated and the system nust be di scharged, using
approved refrigerant recovery/recycling equipnment, prior to conpressor
renmoval .

END OF ARTICLE



