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ARTICLE BEGINNING

GENERAL | NFORMATI ON
Exhaust Systens

Al Makes & Model s

Updat ed:  Sept enber, 1996

MAP UNIFORM INSPECTION GENERAL GUIDELINES
OVERVIEW OF MOTORIST ASSURANCE PROGRAM

The Mdtorist Assurance Program (MAP) is the consumer outreach
effort of the Autonotive Mi ntenance and Repair Association, Inc.
(AMRA). Participation in the Mdtorist Assurance Programis drawn from
retailers, suppliers, independent repair facilities, vehicle
manuf acturers and industry associ ati ons.

The Mdtorist Assurance Program was established as an
i ndustry-wi de effort to address concerns raised by regulators, the
medi a and consuners questioning our ethics and nethods of doing
busi ness. The autonotive repair industry had been bonbarded by nonths
of negative stories in the nmedia and scrutiny fromstate and federa
regul ators who focused on how the need for repairs is determ ned. MNAP
was formed as an industry response to this issue.

Qur mission is to strengthen the relationship between the
consuner and the auto repair industry. W produce materials that give
notorists the informati on and encouragenent to take responsibility for
their vehicles - through proper, manufacturer-recomended,
mai nt enance. W& encourage participatinf service and repair shops
(i ncludi ng franchi sees and dealers) to adopt a Pledge to their
Custoners and the Motorist Assurance Program devel oped Standards of
Service. Al participating service providers have agreed to subscri be
to this Pledge and to adhere to the pronul gated Standards of Service
whi ch denonstrates to their custoners that they are serious about
custoner satisfaction.

These Standards of Service require that an inspection of the
vehicle's (problem system be nade according to industry guidelines.
After learning that neither the car manufacturers nor any other source
had conpl ete gui delines, |eading industry organizations, along with
ot her industry partici pants banded together to address this
chal l enging task. During the past two and a half years, they
successful |l y devel oped industry inspection guidelines for the
foll owi ng systens: Exhaust, Brakes, ABS, Steering and Suspension,
Engi ne Mai nt enance and Performance, HVAC, and El ectrical systens.
Quidelines for Drive Train and Transm sion are currently being
pronul gated. Revisions to the inspection guidelines for Exhaust,
Brakes/ ABS and Steering and Suspensi on Systens, which were issued two
years ago, are now being published for inplenmentation beginning spring
1997. Participating shops utilize these Uniformlnspection Cuidelines
as part of the inspection process and for conmunicating their findings
to their custoners.
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The Mdtorist Assurance Program continues to work
cooperatively and proactively with governnment agenci es and consuner
groups toward solutions that both benefit the custoner and are
nmutual |y acceptable to both regulators and industry. W maintain the
belief that industry nmust retain control over how we conduct our
busi ness, and we nust be viewed as part of the solution and not part
of the problem Meetings with state and ot her governnent officials
concerned with auto repair and/or consumer protection are conducted.
Feedback from these representatives are brought back to nenbers, and
t he program adj usted as needed.

To assure auto repair custoners recourse if they were not
satisfied with a repair transaction, the Mtorist Assurance Program
offers arbitration through MAP/ BBB- CARE i n cooperation with the
Council of Better Business Bureaus and individual participating
Bureaus. MAP "piloted" in Indianapolis and Pittsburgh during spring,
1996 - and publicized "roll-outs" in New Jersey, Detroit (M), Chicago
(IL) and Richnond (VA) were conducted. To put some "teeth" in the
program and accreditation requirenment for shops was initiated. The
requi rements are stringent and a sel f-policing nethod has been
i ncor porated which includes the "nystery shopping" of outlets. In
addition, a conmttee of service providers had been working diligently
devel opi ng standards for newspaper, television and |nternet
adverti sing.

W wel cone you to join us as we continue our outreach ..
with your support, both the autonotive repair industry and your
custoners will reap the benefits. Please visit MAP at our Internet
site: www hunter.con map. ht mor contact us at:

808 17th Street, NW Suite 200
Washi ngton, D.C. 20006
Ph. (202) 466-7050 Fax (202) 223-9569

OVERVIEW OF SERVICE REQUIREMENTS & SUGGESTIONS

It is MAP policy that all exhaust, brake, ABS, steering and
suspensi on, wheel alignnment, tires and wheels, driveline, engine
per f ormance and mai ntenance and heating, ventilation and air
condi ti oning services be offered and perforned under the guidelines
and procedures specified in these sections.

Before any service is performed on a vehicle, an inspection
of the appropriate system nust be perforned. The results of this
i nspecti on nust be explained to the custoner and docunented on an
i nspection form The condition of the vehicle and its conponents wil |
i ndi cate what services/part replacenents may be required or suggested.
In addition, suggestions may be made to satisfy the needs expressed by
t he custoner

This section lists the various parts and conditions that
i ndicate required or suggested service or part replacenment. Although
this list is extensive, it is not inclusive. In addition to this list,
a technician may make a suggestion. This suggestion nust be based on
substantial and infornmed experience or the vehicle manufacturer's
recommended service interval
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Sone conditions indicate that service or part replacenment is
requi red because the part in question is no |onger providing the
function for which it is intended, does not nmeet a vehicle
manuf acturer's design specification or is mssing.

* Exanpl e: An exhaust pipe has corroded severely and has a hole
in it through which exhaust gases are | eaking. Repl acenment of
t he exhaust pipe in this case is required due to functiona
failure.

* Exanple: A brake rotor has been worn to the point where it
neasures | ess than the vehicle manufacturer's specifications.
Repl acement of the rotor is required because it does not neet
desi gn specifications.

Sone conditions indicate that a service or part replacenent
i s suggested because the part is close to the end of its useful life
or to address a custoner's need, convenience or request. If a
custoner's vehicle has one of these conditions, the procedure may
only be to suggest service.

* Exanpl e: An exhaust pipe is rusted, corroded or weak, but no
| eaks are present. In this case, the exhaust pipe has not
failed. However, there is evidence that the pipe may need
repl acement in the near future. Replacenent of the pipe may
be suggested for the custoner's convenience in avoiding a
future problem

* Exanpl e: The custoner desires inproved ride and/or handling,
but the vehicle's shocks or struts have not failed. In this
case, replacenent may be suggested to satisfy the custoner's
wi shes. In this case, replacenent of the shocks or struts may
not be sold as a requirenent.

A custoner, of course, has the choice of whether or not a
shop will service his or her vehicle. He or she may decide not to
foll ow some of your suggestions. When a custoner declines to authorize
a service or repair indicated in the MAP Uni form I nspection Cuidelines
as "required," a MAP shop may refuse service on that system if
proceeding with the work could create or continue an unsafe or
unsati sfactory condition.

The foll ow ng reasons may be used for required and suggested
servi ces. These codes are shown in the "Code" columm of the Uniform
I nspection Cuidelines that follow.

PART REPLACEMENT CODE IDENTIFICATION

NOTE: Refer to the following tables for definitions of the codes
listed in the condition/procedure tables for the specific
conponents that may need to be repl aced.

A - PART NO LONGER PERFORMS | NTENDED PURPOSE
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UAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA,

3 Reasons to Require Repair 3 Reasons to Suggest Repair 3
3 or Repl acenent 3 or Repl acenent 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
3 A - Part no longer perforns 31 - Part is close to the end of =3
3 i nt ended pur pose 3 its useful life (just above =
3 3 di scard specifications, or 3
3 3 weak; failure likely to 3
3 3 occur soon, etc.) 3

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAU

B - PART DOES NOT MEET DESI GN SPEC., REGARDLESS OF PERFORMANCE
UAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
3 Reasons to Require Repair 3 Reasons to Suggest Repair 3

3 or Repl acenent 3 or Repl acenent 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

3 B - Part does not neet a design 3 2 - To address a custoner need, =
3 speci fication (regardl ess 3 conveni ence, or request (to =3
3 of performance) 3 stiffen ride, enhance 3
3 3 performance, elimnate noise 3
=3 3 etc.) =

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAU

C - PART IS M SSI NG
UAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA,

3 Reasons to Require Repair 3 Reasons to Suggest Repair 3
3 or Repl acenent 3 or Repl acenent 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
3 C- Part is mssing 3 3 - To conmply wi th mai ntenance 3
3 3 recommended by the vehicle's =

3 3 Ori gi nal Equi pnent 3

3 3 Manuf act urer (CEM 3
3 3 4 - Technician's recommendati on 3

3 3 based on substantial and 3
3

3 i nf ormed experience 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAU

EXHAUST

SERVICE PROCEDURES REQUIRED & SUGGESTED FOR PROPER
VEH CLE OPERATI ON

WARNI NG Federal EPA rules prohibit altering an exhaust systemin
any way that defeats the em ssion reduction conponents of
a vehicle. Be sure to review and adhere to EPA policy on
renovi ng and replacing catal ytic converters. Were state or
| ocal laws are stricter, they take precedence over these
gui del i nes.

Sone exhaust systens are of a welded design. It is not
required that the entire systembe replaced. Determine the need to
repl ace individual conponents based on conditions of conponent.
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CATALYTIC CONVERTERS

CAUTI ON: Bef ore working on an exhaust system review EPA regul ati ons
on renoving and repl aci ng catal ytic converters.

NOTE: Any tinme a converter has failed, further diagnosis is
required to determ ne the reason(s) for converter failure.
Advi se customer of cause(s).

CATALYTI C CONVERTERS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi ti on 3 Code = Procedure
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube broken 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Air injection tube burnt 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Air injection tube damaged = B =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Air injection tube leaking 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Air injection tube I oose 3 A 3 Require repair or replacenent of
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA i njection tube or replacenent of
Air injection tube 3 A 3 catalytic converter.

restricted 3 3

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~
Air injection tube threads =3 B =

damaged 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~
Air injection tube threads 3 A =

stripped (threads mssing) = 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Body cracked 3 B =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Converter enpty 3 A 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Converter fill plug mssing = C 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Converter m ssing 3 C 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Exhaust gases | eaking 3 A 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
FI anges | eaki ng 3 A 3 Require repair or replacenment of
3 3 fl anges.

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
I nl et pipes cracked 3 B 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Internal rattle (except 3 B,2 3 Further inspection required.

pel | et -type) 3 3 See note (1) bel ow

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Mounting brackets that are 3 A 3 Require repair or replacenent.
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part of converter broken 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Qovi ous over heati ng 3 3 Further inspection required.

3 3 See note (2) bel ow
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Qutl et pipes cracked 3 B 3 Require repair or replacenent.

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Pi eces of catalyst material 3 A /1 3 Suggest replacenent.

found downstream 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Pl ugged 3 A 3 Require replacenent. See note (3)

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Testing has determned that = A 3 Require repair or replacenent.

exi sting converter has beens 3
| ead- poi soned, contam nat ed= 3
or failed testing 3 3

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
NOTE: (1) If the converter is breaking up, suggest converter
replacenent. |If an object has fallen into the converter,
renove the object.
(2) Further diagnosis is required to determ ne the cause of
t he overheating. Replacenent of the converter may not be
necessary.
(3) Determi ne cause and correct to ensure that new converter
wi Il not becone plugged.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

EXHAUST & TAIL PIPES

NOTE: For pipes with resonators, also refer to the section on
Muffl ers and Resonat ors.

EXHAUST & TAIL PI PES
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Condi ti on 32 Code = Pr ocedur e
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Br acket broken 3 A 3

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Pi pe bent out of position = B 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA Require repair or replacenent.

Pi pe broken 3 A =

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Pi pe cracked 3 B =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Pi pe | eaki ng 3 A =

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA™

Pi pe m ssing 3 C 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA™

Pi pe pl ugged 3 A =

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Pi pe weak due to corrosion,= A 1 3 Suggest replacenent.
but no | eaks present 3 3
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AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Vel d(s) broken 3 A 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

EXHAUST CONNECTIONS

EXHAUST CONNECTI ONS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi ti on 3 Code = Procedur e
AAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Attaching hardware incorrect 3 B 3 Require replacenent of hardware.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Corroded, affecting 3 A1 3 Suggest replacenent.

structural integrity 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Incorrect type (i.e. flange, = B 3 Require repl acenent.

bal |l & socket etc.) 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Leaki ng 3 A 3 Require repair.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Loose 3 A 3 Require repair.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

HANGERS

HANGERS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi tion 3 Code = Procedure
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Br oken 3 A 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Corroded, affecting structural integrity 3 A 1 3 Suggest replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
I ncorrect type 3 B 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Loose 3 A 3 Require repair or

3 3 repl acenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
M ssi ng 3 C 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Qut of position 3 B 3 Require repair or

3 3 repl acenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Rubber deteriorated 3 A1 3 Suggest replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

HEAT RISERS

HEAT RI SERS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi tion 3 Code = Procedure
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
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Br oken 3 A 3 Require replacenent of affected

3 3 parts.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Di aphragm i noperati ve 3 A 3 Further inspection required.

3 3 See note (1) bel ow
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Leaki ng 3 A 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Rattl es 3 B, 2 3 Suggest replacenent of affected

3 3 parts.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Sei zed 3 A 3 Require replacenent of affected

3 3 parts.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Spring(s) broken 3 B 3 Require replacenent of spring(s).
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Spring(s) inoperative 3 A 3 Require replacenent of spring(s).
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
NOTE: (1) If the inoperative diaphragmis separate fromthe heat

riser, then require replacenment of the inoperative

di aphragm |If the inoperative diaphragmis part of the heat

riser, then replace the heat riser.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

HEAT SHIELDS

HEAT SHI ELDS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi tion 3 Code = Procedur e
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Bent 3 B 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Br oken 3 A 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Corroded, affecting 3 A1 3 Suggest replacenent.

structural integrity 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Loose 3 A 3 Require repair.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
M ssi ng 3 C 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

MANIFOLDS: CAST & TUBE TYPE

MANI FOLDS: CAST & TUBE TYPE
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi tion 3 Code = Procedure
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A 3 Require repair of injection tube

mani f ol d br oken 3 3 or replacenent of manifold.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A1 3 Suggest replacenent of injection
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mani f ol d corroded, 3 2 tube or manifold.

affecting structural 3 3

integrity 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A 3 Require repair of injection tube

mani f ol d | eaki ng 3 3 or replacenent of manifold.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A 3 Require repair.

mani fol d | oose 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A 3 Require replacenent of injection

mani fold restricted 3 3 tube or manifold.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A 3 Require repair of injection tube

mani fol d t hreads danmaged 3 3 mani fol d.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Air injection tube in 3 A 3 Require replacenent of injection

mani fol d threads stripped = 3 tube or manifold.

(threads m ssing) 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Bol t (s) broken 3 A 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Bol t(s) | oose 3 A 3 Require tightening or replacenent

3 3 of bolts.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Bol t (s) m ssing 3 C 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Gasket | eaking 3 A 3 Require tightening or replacenent

3 3 of gasket.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Heat stove bent 3 B 3 Require repair or replacenent

3 3 of stove. See note (1) bel ow
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Heat stove broken 3 A 3 Require replacenent of stove.

3 3 See note (1) bel ow
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Heat stove corroded, 3 A1 3 Suggest replacenent of stove.

affecting structural 3 3 See note (1) bel ow

integrity 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Heat stove m ssing 3 C 3 Require replacenent of stove.

3 3 See note (1) bel ow
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Mani f ol d br oken 3 A 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Mani fol d cracked 3 B 3 Require repair or replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Mani f ol d war ped 3 A 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Stud(s) broken 3 A 3 Require replacenent of stud.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Stud(s) m ssing 3 C 3 Require replacenent of stud.
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AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Stud(s) threads damaged 3 A 3 Require repair/replacenment of stud
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Stud(s) threads stripped 3 A 3 Require replacenent of stud.
(threads m ssing) 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
NOTE: (1) Stove may not be avail abl e separately; this may require

repl acenment of manifold.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

MUFFLERS & RESONATORS

MJUFFLERS & RESONATORS
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Condi tion 3 Code = Procedure
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Body shell distorted, affecting 3 A =

performance or structural integrity 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~

Corrosion hole 3 A 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~
M ssi ng = C =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Mount i ng bracket (s) broken 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~
Mount i ng bracket(s) cracked 3 B 3 Require repair or
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAA repl acenent .
Ni ppl e cracked 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Ni ppl e | oose 3 B 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Quter wap peeling (exhaust not |eaking) 3 A 1 3 Suggest replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Pl ugged 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~
Puncture (other than a drain hole) 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAA Require repl acenent.
Rattling or knocking noise fromnuffler = B 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA~
Sean(s) open (exhaust | eaking) 3 A =
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Sound qual ity unsatisfactory 3 B, 2 3 Suggest replacenent
3 3 to address custoner
3 3 need and/or request.

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Split (exhaust | eaking) 3 A 3 Require replacenent.
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
Weak due to corrosion, but no | eaks 3 A1 3 Suggest replacenent.

pr esent 3 3
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

END OF ARTICLE



